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MATERIAL SAFETY DATA SHEET
Revision Date: 12/17/2003

SECTION 1 PRODUCT AND COMPANY IDENTIFICATION

PRODUCT: Omala® Fluid HD 320
M5DS NUMZER: 67554E - 1
FRODUCT CODE(S) : 65132

MANUFACTURER ADDRESS:SOPUS Products, P.O. Box 4453, Houston, TX. 77210-4453
TELEPHONKE NUMBERS

Spill Information: (877) 2£2-7400
Health Znformation: {877) 504-9351

MSDS Assistance Number: (877) 276-17285
SECTION 2 PRODUCT/INGREDIENTS
CAS# CONCENTRATION INGREDIENTS
Synzhetic Gear Oil
Mixture 90 - 98.99 %tvolume Synthetic hydrocarbon base oil (PAQ)
Proprietary 1 - 4.99 %volume Polymer additives
SECTION 3 HAZARDS IDENTIFICATION

EMERGENCY OVERVIEW

Appearance & Odor: Pale yellow liguid. Mild odor.

Health Hazards: No known immediate health hazards.

Physical Hazards: No known physical hazards.

NFPA Rating (Health, Fire, Reactivity): 0, 1, 0

Yazard Rating:Leastc - 0O Siight - 1 Moderate - 2 High - 3
Extreme - 4

Inhalation:
Inhalation of vapors {generated at high temperatures only) or oil mist may
cause mild irritation of the nose, throat, and respiratory tract.

Eye Irritation:
Lubricating oils are generally considered no more than minimsily irritating to
the eyes.

Skin Contact:
Lubricating oils are generally considered no more than minimally irritating to
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the skin. Preclonged and repeated contact may result in defa<ting and cdrying
of the skir that may cause various skin disorders such as dermatitis,
folliculiiis or oil acne.

Ingest on:
Lubricating oils are general'y no more than slighily toxic if swallowed.

Signs and Symptoms:
Irritaticn as noted above.

Aggravated Medical Conditions:
Pre-existing eye, skin and respiratory discrcders may be aggravated by exposure
to this produc:.

For addiiicnal health information, r=fer to 3ecfion 1ll. }

SECTION 4 FIRST AID MEASURES
Inhalation:
Remove _victim to fresh air and provide oxygen if breathing is difficult. Get

medical attention.

Skin:
Remcve contaminated clothing and shoes and wipe excess from skin. Flush skin
with water, then wash with socap and water. If irritation accurs, get medical

attention. Do not reuse clothing until cleanad.

Eye:

Flush with water. If irritation occurs, get medical atteazion.

Ingestion:

Do not induce vomiting. In general, no treatment is necessary unless large

quantities of product are ingested. However, get medical attention.
Note to Physician:

In general, emesis induction is unnecessary in high viscosity, low volatility
products such as oils and greases.

SECTION 5 FIRE FIGHTING MEASURES
Flash Point [Method]: 500 °F -510 °F/260 °C -265.56 °C [ Cleveland Open
Cup]

Extinguishing Media:
Material will float and can be re-ignited on surface of water. Use water fog,
'alcohol foam', dry chemical or carbon dioxide (CO2} to extinguish flames. Do

not use a direct stream of water.

Fire Fighting Instructions:
Material will not burn unless preheated. Do not enter confined fire space
AGC2G000237
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without full bunker gear (helmet with face shield, bunker coats, gloves and
rubber boots}), including a positive pressure, NIOSH apprcved, self-contained
breathing apparatus.

Protective Measures:
May burn although not readily ignitable.

Wear approprizte personal protective equipment when cleaning up spills. Refer
to Section 8.

Spill Management:
FOR LARGE SPILLS: Remove with vacuum truck or pump to stor&ge/saivage vessels.

FOR SMALL SPILLS: Soak up residue with an absorbent such as clay. sand or
other suitable material. Place in non-lecking container and seal tigncly for
proper disposal.

Reporting:

CERCLA: Product is covered by EPA's Comprehensive Environmental Responhse,
Compensatiion and Liability Act (CERCLA) petroleum exclusion. Relsdszs teo alr,
land, or water are not reportable under CERCLAE (Superfund).
CWA: This product is an oil as deZined under Section 311 of Z
Act (CWA}. Spills into or leading to surface waters that caus
reported to the National Response Center, 1-800-424-8802.

fa's Clzan Water
@ & sheen must be

Precautionary Measures:

Wash with soap and water before eating, drinking, smoking, applying cosmetics,
or using toilet. Launder contaminated clothing before reuse. Properly
dispose of contaminated leather articles such as shoes or beits that cannot be
decontaminated. Avoid heat, open flames, including pilot lights, and strong
oxidizing agents. Use explosion-proof ventilation to prevent vapor
accumulation. Ground all handling equipment to prevent sparking.

Storage:
Store in a cool, dry place with adeguate venti.ation. Keep away from open

flames and high temperatures.

Container Warnings:

Keep containers closed when not in use. Containers, even those tha: have been
emptied, can contain explosive vapors. Do not cut, drill, grind, weld or
perform similar operations on or near containers.

SECTION 8 EXPOSURE CONTROLS/PERSONAL PROTECTION
AGC2G000238
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Peclyalphaolefin ACGIHR TLVY TwWA: 5 mg/m3 STEL: i0 mg/m3
Polyalphaolefin OSHA PEL TWA: 5 mg/m3

EXPOSURE CONTROLS
Adequate ventilation to control airborne gsoncentraticns below the exposure
guidelines/limics. - '

PERSONAL PROTECTION

Personal protective equipment (PPE) selesotiosns vary based on potential
exposure conditions such as handling practirces, concentraticn and veniilzwion.
Information on the selection of eye, skin and respiratory proctactian for use
with this materizl is provided below.

Eye Protection:
Safety glasses with side shields

Skin Protection:

Use protective clothing which is chemically resistant to this material.
Selection of protective clothing depends on poiential exposure conditions and
may include gloves, boots, suits and other items.  The selection(s) should
take into account such factors as job task, type of exposure and curability
requirements. :

Published literature, test data and/or glove and clothing_manufacturers
indicate the best protection is provided by:
Neoprene, or Nitrile Rubber

Respiratory Protection:

If engireering controls do not maintain airborne concentrations to a level
which is zdequate to protect worker health, an approved respirazor must ke
worn. Respirator selection, use and mainteiiance should be in éccordence with
the requirements of the OSHA Respiratory Protection Standard, 28 CFR 1910.134.

Types of respirator(s) to be considered in the selection process include:
For Mist: Air Purifying, R or P style NIOSH approved respirator.

For Vapors: Air Purifying, R or P style prefilter & organic cartridge,
NIOSH approved respirator. Self-contained breathing apparatus for usc in
environments with unknown concentrations or emergency situations.

Appearance & Odor: Pale yellow liquid. Mild odor.
Substance Chemical Family: Lubricants

Appearance: Pale vellow liguid.

Flash Point: 500 °F ~ 510 °F [Cleveland Open Cup!

Pour Point: > ~-40 °F

Specific Gravity: 0.85
AGC2G000239
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Viscosity: 220 ¢St - 460 cSt 8 40 °C

Stability:
Material is stable under normal conditiors.

Conditicns to Avoid:
Avoid heat and oper—_fiames.

Materials to Avoid:
Avoid contact with strong oxidizing agents.

Hazardous Decomposition Products:

Thermal decomposition products are highly dependent on combustisn conditions.
A complex mixture of airborne solids, liquids and gases will evoive wher this
material undergoes pyrolysis or combustion. Carbon Monoxide, Carbon Tioxice
and other unidentified organic compounds may be formed upon combustion.

Rcute Toxicity
Dermal LD50 >2 g/kg(Rabbit} OSHA: Non-Toxic Based on componznts(s)
Oral LD50 >2 g/kg(Rat) OSHA: Non-Toxic Based on components (S)
Carcinogenicity Classification
Synthetic Gear 0Oil
NTP: No TARC: Not Reviewed by IARC ACGTE: No OSHA: No

Environmental Impact Summary:
There is no ecological data available for this product. However, this product
is an o0il. It is persistent and does not readily biodegrade. However, it

does not bioaccumulate.

RCRA Information:

Under RCRA, it is the responsibility of the user of the material to determine,
at the time of the disposal, whether the material meets RCRA criteria for
hazardous waste. This is because material uses, transformations, mixtures,
processes, etc. may affect the classification. Refer to the lates:z EPA, stzte
and local regulations regarding proper disposal. o

httn-/ananw chellneerruar ram/nraductc/mede nhn?2iA=A5129 Annmnng
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U5 Depar-nment of Transportation Classification
This material is not subject to DGT regulations under 49 CFR Parts 171-18C.

0il: 7rnis product is an oil under 49CFR {LCT) Part 130. Tf shipped by rail or
highway in a zank with a capacity of 3500 galiors or mcre, it is sukisct tc
these requirements. Mixtures or solutiens containing 10% or more of this
product may also be subject to this rule.

Intercational Air Transport Association
Not rsgulated under IATA ruies.

International Maritime Organization Classification
Not regulated under International Maritime Organization rules.

FEDERAL REGULATORY STATUS

OSHA Classification:
Product is hazardous according to the OSHA Hazard Communication Standsrd, 29
CFR 1910.1200, because it carries the occupational exposurs limit for mineral

0il mist.

Ozone Depleting Substances (40 CFR B2 Clean Air Act):
This material does not contain nor was it directly manufactured with any Class
I or Class II ozone depleting substances.

Superfund Pmendment & Reauthorization Act ({SARRA) Title ITI:
There are no components in this product on the SARA 302 list.

SARA Hazard Categories (311/312):
Immediate Health:NO Delayed Health:NO Fire:NO Pressure:NO
Reactivity:NO

SARA Toxic Release Inventory {(TRI) (313):
There are no compenents in this product on the SARA 313 list.

Toxic Substances Control Act (TSCA) Status:
All compcnent (s} of this material is(are) listed on the EPA/TSCA Inventory of

Chemical Substances.

Other Chemical Inventories:
Component (s) of this material is (are) listed on the Australian AICS,
Canadian DSL, European EINECS,

State Regulation
This material is not regulated by Califoruia Prop 65, New Jersey Right-to-Know

Aty A INAA—
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Chemical List or Pennsylvania Right-To-Know Chemical List. However for
details on your requlation regquirements you shouid contact the appropriate ‘
agency 1n your sState.

Revisiondi: 1

Revision Cate: 12/17/2003

Revisions since last change i{ciscussion): This Meuz
{MSDS) has been newly reviewed to fully ccmpiy with the guidance cont
the ANSI MSDS standard (ANSI '2400.1-1988). le endourage ycu to take the

opportunity to read the MSDS and review the information contained theré&in.

*ial Safety Dalta Sheet
red in

READ AND UNDERSTAND MATERIAL SAFETY DATA SHEET BZFORE HANDLING OR DISPCSING OF
PRODUCT. THIS LABEL COMPLIES WITH THE REQUIREMENTS OF THE OSHA HAZARD
COMMUNICATION STANDARD (29 CFR 1910.1200) FOR ¥SE IN THE WORKFPLACE. THIS LABEL
IS NOT INTENDED TO BE USED WITH PACKAGING INTENDEC TOR SALE TO CONSUMERS ALD
MAY NOT _CONFORM WITH TRE REQUIREMENTS OF THE CONSUMER PRODUCT SAFETY ACT OR
OTHER RELATED REGULATORY REQUIREMENTS. -

PRODUCT CODE (S]) : 65132
Omala® Fluid HD 320
ATTENTION!

PROLONGED OR REPEATED SKIN CONTACT MAY CAUSE OIL ACNE OR DERMATTI.:.

Precautionary Measures:
Avoid prolonged or repeated contact with eyes, skin anc_clothing. Waskh
thoroughly after handling.

FIRST AID

Inhalation: Remove victim to fresh air and provide oxygen if breathing is
difficult. Get medical attention.

Skin Contact: Remove contaminated clothing and sheces and wipe excess from
skin. Flush skin with water, then wash with soap and water. If irritation
occurs, get medical attention. Do not reuse clothing until cleaned.

Eye Contact: Flush with water. If irritation occurs, get medical attenticn.
Ingestion: Do not induce vomiting. In general, no treatment is necessary
unless large gquantities of product are ingested. However, get medical
attention.

httn-/iwwnw chellusserver com/nraducte/mede nhn?id=65137 AA8€£8800242
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FIRE
In case of fire, Use water fog, 'alcohol foam', dry <hamical or carbon
dioxide {C02) to extinguish flames. Do not use a direct siream oi waler.

o

Material will float and can be re-ignitec on surface of water.

SPILL OR LERK

Dike and-contain spill.

FOR LARGE SPILLS: Remove with vacuum truck or pump to stcrage/szlvage vessels.
FOR SMALL SPILLS: Soak up residue with an absorbent such .as clay, ;and or
other suitvable material. Place in non-leaking container and seal tightly fer
proper disposal.

CONTAINS: Synthetic hydrocarbon base oil {¥AC), Mixture; Polymer additives,
Proprietary —

NFPA Rating (Health, Fire, Reactivity): 0, 1, O

TRANSPORTATION
US Department of Transportation Classification
This material is not subject to DOT regulations under 49 CFR Parts 171-185.

0il: This product is an oil under 49CFR (DOT) Part 130. If shipped by rai:i or
highway in a tank with a capacity of 3500 gallons or more, it Ls subject to
these rejuirements. Mixtures or solutions containing 10% or more of Lhis
product may also be subject to this rule.

CAUTION: Misuse of empty containers can be hazardous. Empty containars can
be hazardous if used to store toxic, flammable, or reactive matezials.
Cutting or welding of empty containers might cause fire, expleosion or tozic
fumes from residues. Do not pressurize or expose to cpen flames or heat.
Keep container closed and drum bungs in place.

Name and Address
SOPUS Products
P.0. Box 4453
Bouston, TX 77210-4453

ADMINISTRATIVE INFORMATION

MANUFACTURER ADDRESS: SOPUS Products, P.O. Box 4453, Hcuston, TX.
77210-4453

Company Product Stewardship & Requlatory Compliance Contact: Tamothy W 7Tlilds
Phone Number: {281) 874-7708

THE INFORMATION CONTAINED IN THIS DATR SHEET IS BASED ON THE DATA AVRILABLZ 1D
US RT THIS TIME, AND IS BELIEVED TO BE ACCURATE BASEP UPON THAT : IT IS
PROVIDED INDEPENDENTLY OF ANY SELE OF THE PRODUCT, FOR PURPOSE OF HAZARD
COMMUNICATION. IT IS NOT INTENDED TO CONSTI!'TE PRODUCT PERFORMANCE
INFORMATION, AND NO EXPRESS OR IMPLIED WARRANTY OF ANY KIND IS MADE WITH
RESPECT TO THE PRODUCT, UNDERLYING DATA OR THE INFORMATION CONTAINED HEREIN,
YOU ARE URGED TO OBTAIN DATR SHEETS FOR ALL PRODUCTS YOU BUY, PROCESS, USE OR
CISTRIBUTE, AND ARE ENCOURAGED TO ADVISE THOSE WHO MARY COME IN CONTACT WITH
SUCH PRODUCTS OF THE INFORMATION CONTARINED HEREIN. .

1A AA
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TO DETERMINE THE APPLICABILITY OR EFFECT OF ANY LAaW OR REGULATION wITH RESPFECT
TO THE PRGDUCT, YOU SHOULD CONSULT WITH YOUR LEGAL EDVISOR OR THME AFFPRCPRIATE
GOVERNMINT AGENCY. WE WILL NOT PROVIDE ADVICE ON SUCR MATTERS, OR EE
RESPONSIBLE FOR ANY INJURY FROM THE USE OF THE PRODUCT DESCRIBED HERZIN. T
UNDERLYING DATA, AND THE INFORMATION PROVIDED BERZIN AS A RESULT &F THRT DRTA,
IS THE PROPERTY OF SOPUS PRODUCTS AND I5 NOT TO BE TEZ SUBJECT OF SALL OR
EXCHANGE WITHOUT THE EXPRESS WRITTEZM CONSENT OF SOFUS PRODUCTS.

37911-10910-100R-12/17/2003
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MATERIAL SAFETY DATA SHEET
Revision Date: 12/17/2003

SECTION 1 PRODUCT AND COMPANY IDEXNTIFICATION

PRODUCT: Omala® Fluid HD 220
MSDS NU¥BER: 67551E - 5
PRODUCT CODE (S) : 65131

MANUFACTURER ADDRESS:SOPUS Products, P.O. Box 4453, Houston, TX. 77210-4453
TELEPHONE NUMBERS

Spill Information: (877) 242-7400
Health Information: (877) 504-9351

MSDS Assistance Number: (877} 276-7285
SECTION 2 PRODUCT/INGREDIENTS
CASH CONCENTRATION INGREDZIZNTS
Synthetic Gear Oil
Mixture 90 - 68.59 %volume Synthetic hydrocarbon base ci: (PAO)
Proprietary 1 - 4.95 %volure Polymzr additives
SECTION 3 HAZARDS IDENTIFICATION

EMERGENCY OVERVIEW

Appearance & Odor: Pale yellow liquid. Mild odor.

Health Ezzards: No known immediate health hazards.

Physical Hazards: No known physical hazards.

NFPA Rating {(Health, Fire, Reactivity): 0, 1, O

Hazard Rating:Least - 0 Slight - 1 Moderate - 2 High - 3
Extreme - 4

Inhalation:
Inhalation of vapors (generated at high temperatures only) or o0il mist may
cause mild irritation of the nose, throat, and respiratory tract.

Eye Irritation:
Lubricating oils are generally considered no more than minimally irritating to
the eyes.

Skin Conteact:
Lubricating oils are generally considered no more than minirally irrifating to

httn-//wrarw chellnecerver ram/nradncte/mede nhn?idA=A5111 anonmnnng
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the skin. Prolonged and repeated contact may result in defatting and drying
of the skin that may cause various skin discrders such as dermatitis,
folliculitis or oil acne.

Ingestion:
Lubricating oils are generally no more than slightly tswie 1f Swallowed.

Signs and Symptoms:
Irritation as noted above.

Aggravated Medical Conditions:
Pre-existing eye, skin and respiratory disorders may be aggravatesd by exnosurs
to this product. :

For additfional health informztion, refer tc section 11.

Inhalation:
Remove victim to fresh air and provide oxygen if breathing is difficult.
medical attention.

Skin:

Remove contaminated clothing and shoes and wipe excass from skin. Flush skin
with water, then wash with soap and water. If irritation occurs, getf medical
attention. Do not reuse clothing until cleaned.

Eye:

Flush with water. If irritation occurs, get medical attention.

Ingestion:

Do not induce vomiting. 1In general, no treatment is nececssary unisss large

quantities of product are ingested. However, get medical attention.

Note te Physician:
In general, emesis induction is unnecessary in high viscosity, low vaiatiliy
products such as c¢ils and greases.

er
[

SECTION 5 FIRE FIGHTING MEASURES
Flash Point [Method]: 500 °F -510 °F/260 °C -265.56 °C [ Cleveland Orven
Cup]

Extinguishing Media:

Material will float and can be re-igrited on surface of water. Use water Zog,
'alcohol foam', dry chemicael or carbon dioxide (CO2) to extinguish flames. Do
not use a direct stream of water. -

Fire Fighting Instructicns:
Material will not burn unless preheated. Do not enter confined ire space

http://www.shellusserver.com/products/msds.php?id=65131 4/10/2007
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without full bunker -gear (helmet with face shield, bunker coats, gloves znd

rubber bzots), including a positive pressure, NIOSH approved, seif-contained
breathing apparatus.

Prcrective Measures:
May purn although not readily ignitable.

Wear appropriate personal protective equipmenrt whon sleaning aup spills. Refsr
to Secticn 8. JE e ——

Spill Management :

FOR LARGE SPILLS: Remove with vacuum truck or pump to storage/salvage vessels.
FOR SMALL SPILLS: Soak up residue with an abscrbent such as clay, sand =2r
other suitable material. Plzge in non-leaking container and seal rightly for
proper cdisposal. -

Reporting:
CERCLA: Product is covured by EPA's Comprehensive Environmentzl Respornse,
Compensel.ion and Liability Act (CERCLA) petroleum exclusinin. Relesses to air

land, or water are not reportable under CERCLA (Superfund).

CWA: This product is an o0il as defined under Section 311 of EPA's Clean Water
Act (CWA). Spills into or leading to surface waters that cause a sheen must be
reported to the National Response Center, 1-800-424-£302.

Precavtionary Measures:

Wash with soap and water before eating, drinking, smoking, applying cosmetics,
or using toilet. Launder contaminated clothing before reuse. Properly
dispose of contaminated leather articles such as shoes or belts that cannot be
decontaminated. Avoid heat, open flames, including pilot iights, and strong
oxidizing agents. Use explosion-proof ventiiation to prevent vapcr
accumulation. Ground all handling eguipment to prevent sparking.

Storage:
Store in a cool, dry place with adeguate ventilation. Keep away from open

flames and high temperatures.

Container Warnings:

Keep containers closed when not in use. Containers, even those that have been
emptied, can contain explosive vapors. Do not cut, drill, grind, weld or
perform similar operations on or near containers.

SECTION 8 EXPOSURE CONTROLS/PERSONAL PROTECTION

http://www.shellusserver.com/products/msds.php?id=65131 4/10/2007
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Polyalphaolefin  ACGIH TLV TWA: 5 mg/m3 STEL: 10 mg/m3
Polyalphaolefin OSHA FEL TWA: S mg/m3

EXPOSURE CONTROLS
Adeguate ventilation (% control .airborne concentraticns below the exposure

guidelines/limits.

PERSONAL PROTECZTICN

Personal protective equipment (PPE) selections vary based on potentiil

exposure conditions such as handling practices, concentration and ventilation.
Information on the selection of eye, £kin and respiratory protection Zor use

wich this material is provided below.

Eye Prccection:
Safety glasses with side shieids

Skin Prctection:

Use protective clothing which is chemically resistant to this matexial.
Selection of protective clothing depends on pctential exposure conditions and
may include gloves, boots, suits and other items. The sélection(s) should
take into account such factors as job task, type of exposure and durabiliiy
requirements. -

Published literature, test data and/or glove and clothing manufacturers
indicate the best protection is provided by:
Neoprene, or Nitrile Rubber

Respiratory Protection:

If engineering contro!s do not maintain airborne concenzrstions to a level
which is adequate to protect worxer health, an approved respirator must be
worn. Respirator selection, use and maintenance should be in azcordance with
the requirements of the OSHA Respiratory Protection Standard, 29 CFR 1910.134.

Types of respirator(s) to be considered in the seleczion process include:
For Mist: Air Purifying, R or P style NIOSH approved respirator.
For Vapors: Air Purifying, R or P style prefilter & organic cartridge,

NIOSH approved respirator. Seif-contained breathing apparatus for use in
environments with_unknown concenfrations or emergency situstions.

Appearance & Odor: Pale yellow liguid. Mild odor.
Substance Chemical Family: Lubricants

Appearance: Pale yellow liguid.

Flash Point: 500 °F ~ 510 °F ([Cleveland Open Cup]
Pour Point: > -40 °F

Specific Gravity: 0.85

httn://www shellusserver.com/nrodnete/msds nhn?id=65131 AGé/2|86)6300548
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Viscosity: 220 cSt - 460 cur @ 40 °C

Stabiiicy:
Material is stable uncer .narmal coniHitisns.

Conditions to Avoid:
Avoid heat and open flames.

Materials to Avoid:
Avoid contact with strong oxicizing agents.

Hazardous Decomposition Precducts:

Thermal decomposition products are highly dependent on combustion conditi
B complex mixture c? airborne solids, iiguids and gases wiil evoive when tn
material undergoes pyrolysis or combustion. Carbon Xonoxide, Carbon Dionide

et

and other unidentified organic compounds .y be formed cpon combustion.

Acute Toxicity
Dermal LD50 >2 g/kg(Rabbit) OSHA: Non-Toxic B2&sed on ccmponents(s)
Oral LD30 >2 g/kg(Rat) OSHA: Non-Toxic Based on compernents(s)
Carcinogenicity Classification
Synthetic_Gear 0il
NTP: No IARC: Not Reviewed by IARC ACGIH: No OSHA: No

Environmental Tmpact Summary:

There is no ecological data available for this product. However, this product
is an oil. It is persistent and does not readily biodegrade. However, it

does not bioaccumulate.

RCRA Information:

Under RCRA, it is the responsibility of the user of the material to determine,
at the time of the disposal, whether the material meets RCRA criteria for
hazardous waste. This is because material uses, transformations, mixtures,
processes, etc. may affect the classification. Refer to the latesr EPA, state
and local regulations regarding proper disposal.

http://www shellusserver.com/products/msds.php?id=65131 4/10/2007
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US Deparimant of Transportation Classification
This material is not subject to DOT regulations under 49 CFR Parts 171-135C.

0Oil: This product is an oil under 49CFR (D0T) Part 133. If shipped by rail or
highway in a tank with a capacity of 350C gelicns or mereg, it is subject to

these requirements. Mixtures or solutions containirg 1U% or mores ¢f this
product may also be subjec: to this rule.

International Air Transport Association
Not regulated under IATA rules.

International Maritime Organization Claszification
Not regulated under International Maritime Organization xules.

FEDERAL REGULATORY STATUS

OSBA Classification:
Product is hazardous according to the OSHA Hazard Cemmurication Stancdard, 29
CFR 1910.1200, because it carries the occupational exposure limit for mineral

01l mist.

Ozone Deple:zing Substances (40 CFR 82 Clszan Air Act):
This material does not contain nor was it directly manufactured with any Class

I or Class II ozone depleting substances.
Superfund Bmendment & Reauthorization Act (SARA) Tislie ITI:
There are no components in this product on the SARA 302 list.

SARA Hazard Categories (311/312):
Immediate Health:NO Delayed Health:NO Fire:NO Pressure:NO

Reactivity:NO

SARA Toxic Release Inventory (TRI) (313):
There are no components in this product on the SARER 313 list.

Toxic Substances Control Act (TSCA) Status:
All component{s) of this material is(are) listed on the EPA/TSCA Invertory of

Chemical Substances.

Other Cremical Inventories:
Component (s) of this material is (are) listed on the Australian AZi(S,
Canadian DSL, European EINECS,

State Regulation
This material is not regqulated by California Prop 65, New Jersey Right-to-Know

W/ 2 . . 2d= 4/10/2007
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Chemical List or Pennsylvania Right-To-Know Cherical List. However for

details on your regulation requirements you should contact the apprepriete
agency in your state.

Revision#: §

Revision Date: 12/17/20G3

Revisions since last change (discussion): This Materiezl Safgty.Data'Sheet
(MSDS) has been newly reviewed to fully cemply with she guidance contained in

the ANSI MSDS standard (ANSI 2400.1-1998;. We encourage you to take the
opportunity to read the MSDS and review the information contzined therein.

o

READ AND UNDERSTAND MATERIAL SAFETY DATA SHEET BETORT HARDLING OR DISPOSING OF
PRODUCT. TEIS LABEL COMPLIES WITH THE REQUIREMENTS Of THZ OSHA HAZARD
COMMUNICATION STANDARD (29 CFR 1910.1200) FOR USE IN THE WORKPLAZE. THI3F LAREL
IS NOT INTENDED TO B: USED WITH PACKAGING INTENDED FOR SALE TO CORSUMERS AND
MRY NOT CONFORM WITH THE REQUIREMENTS OF THE CONSUMER PRODUCT SAFETY ACT OR
OTHER RELATED REGULATORY REQUIREMENTS.

PRODUCT CODE(S) : 65131
Omala® Fluid KD 220
ATTENTION!

PROLONGED OR REPEATED SKIN CONTACT MAY CAUSH OIL ACNE OR DERMATITIS.

Precautionary Measures:
Avoid prolonged or repeated contact with eyes, skin and clothing. Wash
thoroughly after handling.

FIRST AID

Inhalation: Remove victim to fresh air and provide oxygen if breathing is
difficult. Get medical attention.

Skin Contact: Remove contaminated clothing and shoes and wipe excess from
skin. Flush skin with water, then wash with soap and water. 1If irratation
occurs, get medical attention. Do not reusc clothing until cleaned.

Eye Contact: Flush with water. If irritation occurs, get medical atterntion.
Ingestion: Do not induce vomiting. In general, no treatment is necessary —
unless large quantities of product are ingested. However, get medical
attention.
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FZIRE
In case of fire, Use water fog, 'alcohol foam', dry chemical or carbon
cdicxide (C02) to extinguish flames. Do not use a direct stream of warer.

Material will float and can be re-ignifed on surface of water.

SPILL OR LIAK

Dike and contain spill.

FOR LARGE SPTLLS: Remove with vacuum truck or pump tc siorage/salvage vessels.
FOR SMALL SPILLS: Soak up residue with an absorbent such as <clay, sand or
other suitable material. FPElace in non-leaking contazincr and sesl tightly for
proper disposal. '

CONTAINS: Synthetic hydrocarbon base oil {EAQ), Mixture; Pulymer additives,
Proprietary -

NEPA Rating (izalth, Fire, Reccttivity): 0, 1, €

TRANSPORTATTON
US Department of Transportation Classification
This material is not cudject to DOY regulations under 49 CFR Parts 171-180.

0il: This product is an oil under 49CFR (DOT) Part 130. If shipped by rail or
highway in a tank with a capacity of 3500 gzllons or more, it is subject to
these requirements. Mixtures or soiutions containirg 8% or more cf this
product may also be subject to this rule.

CAUTION: Misuse of empty containers can be hazardous. GZmpty containers can
be hazardous if used to stcre toxic, flammable, or reactive materials.
Cutting or welding of empty containers might cause fire, explosion or toxic
fumes from residues. Do not pressurize—or oxpose to open flames or héat.
Keep container closed and drum bungs in place.

Name and Address
SOPUS Products
P.O. Box 4453
Houston, TX 77210-4453

ADMINISTRATIVE INFORMATION

MANUFACTURER ADDRESS: SOPUS Products, P.O. Bex 4453, Houston, TX.
77210-4453

Company Froduct Stewardship & Regulatory Compliance Contact: Timothy W Childs
Phone Number: (281) 874-7708

THE INFORMATION CONTAINED IN THIS DATA SHEET IS BASED ON THE DATA AVAILABLE TO
0US AT THIS TIME, AND IS BELIEVED TO BE ACCURATE BASED UPON THAT : IT IS
PROVIDED INDEPENDENTLY OF ANY SALE OF THE PRODUCT, FOR PURPOSE OF HAZARD
COMMUNICATION. IT IS NOT INTENDED TO CONSTITUTE PRODUCT PERFORMANCE
INFORMATION, AND NO EXPRESS OR IMPLIED WARRANTY OF ANY KIND IS MADE WITH
RESPECT TO THE PRODUCT, UNDERLYING DATA OR THE INFORMATION CONTAINED HEREIN.
YOU ARE URGED TO OBTAIN DATA SHEETS FOR ALL PRODUCTS YOU 3UY, PROCESS, USE OR
DISTRIBUTE, AND ARE ENCOURAGED TO ADVISE THOSE WHO MAY COME iXx CONTACT WITH
SUCH PRODUCTS OF THE INFORMATION CONTAINED HEREIXN.

htto://www .shellusserver.com/nraducts/msds.nhn?id=65131 AGAC/:IZ%%{())%’.ZZSZ
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TC DETERMINE THE APPLICABILITY OR EFFECT OF ANY LAW COR REGULATION WITH RZSPEC
TO THE PRODUCT, YOU SHOULD CONSULT WITH YGUR LEGAL ADVISOR OR THE APPROPRIATE
GOVERNMENT AGENCY. WZ WILL NOT PROVIDE ADVILIZ ON SUCHE MATTERS, OR BE
RESPONSTBLE FOR ANY INJURY FROM THE USE OF THE ZRODUCT DESCTRIDED EEREIN. THE
UNDERLYTNG DATA, AND THE INFORMATION PROVIDED HEREIM RS A RESULT CF THAT CATA,
IS THE PROPERTY OF SOPUS PRODuCTS AND IS HNOT TO BE THZ SUBJECT OF SALE OR
EXCHANGE WITHOUT T:& EXPRESS WRITTEIH CONSZHT OF 30FUE FRODUCTS.

37911-1G21¢~100R-12/17/2003
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{104 Close

MATERIAL SAFETY DATA SHEET
Review Date: 01/09/2007

SECTION 1 PRODUCT AND COMPANY IDENTIFICATION
PRODUCT: FRotella® T 0Oil 40W

MSDS NUMBER: 71230E - 14
PRODUCT CODE(S): 54104

MANUFACTURER ADDRESS: SOPUS Products, P.0O. Box 4427, Houston, TX. 77210-4427
TELEPHONZ NUMBERS
Spill Information: (877) 24Z-7400

Health Information: (877) 504-9351
MSDS Assistance Number: (877)y 276-7285

MILSPEC: MIL-L-2104F: MIL-L-46152D

SECTION 2 PRODUCT/INGREDIENTS
CASH CONCENTRATION INGREDIENTS

Heavy Duty Motor Oil
Mixture 90 - 98.99 sweight Highly refined petroleum oils
Mixture 1 - 2.99 %weight Proprietary BAdditives
68649-42-3 1 - 2.99 Sweight zinc Dialkyldithiophosphate
SECTION 3 HAZARDS IDENTIZICATION

EMERGENCY OVERVIEW

Appearaace & Odor: Dark amber liquid. Slight Hydrocarbon Odor.

Health Hazards: No known immediate health hazards.

Physical Hazards: Nc known physical hazards.

NFPA Rating (Health, Fire, Reactivity): 0, 1, 0

Razard Rating: Least - 0 Slight - 1 Moderate - 2 Righ - 3
Extreme - 4

Inhalation: _
Inhzlation of vapors (generated at high temperatures only} or oil mist may
cause mild irritation of the nose, throat, and respiratory tract.

Eye Irritation:
Lubricating oils are generally considered no more than minimally irritating to
the eyes.
AGC2G000254
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Skin Contact:

May cause slight irritation of the skin. If irritation occurs, a temporzry
burning sensation and minor redness and/or swelling may result. Other adverse
effects not expected #from brief skin cortact. -

Ingestion: _
Lubricating oils are generally no morzz than slignatly toxic if swalliowed.

Other Health_Effects: _
The International Agercy for Research on Cancer (IARC) has determined thers is
sufficient evidence for the carcinogenicity in experimental animals of used
gascline motor oils. _Handling procedures znd safsty precauvtions in the MSDS
should be followed to minimize exposure to the used product. .

Signs and Symptoms:
Irritation as noted above.

Aggravated Medical Conditions:
Pre-existing eye, skin and respiratory disorders may be aggravated by exposure
to this product.

for additional health information, refer to section 11l.

Inhalation:

If the victim has difficulty kreathing or tightness of the chest, is dizzy,
vomiting or unresponsive, give 100% oxygen with rescue breathing or CPR as
reguired and transport to the nearest medical fazilizy. _

Skin:

Remove contaminated clothing and shoes and wirpe excess from skin. Flush skin
with water, then wash with soap and water. If irritation occurs, get medical
attention. Do not reuse clothing until cleaned. If redness, swelling, pain
and/or blisters occur, transport to the nearest medical facility for
additional treatment.

Ingestion:

DO NOT induce vomiting. In general no treatment is necessary unless large
gquantities are swallowed, however, get medicai advice. Have victim rinse
mouth out with water, then drink sips of wzter to remove taste from mouth. If
vomiting occurs spontaneously, keep head below hips to prevent aspiration.

Note to Physician:

In general, emesis induction is unnecessary in high viscosity, low volatility
products such as oils and greases.

AGC2G000255
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Flash Point (Method]: >400 °F/>z04.44 °C [ Cleveland Open Cup)

Extinguishing Media:
Material will float and can be re-ignited on surfzcz of water. Use water fog,
‘alcohol foam', dry chemical or carbon dioxide {(G32) to extinguish flames. Do

not use a direct stream of water.

Fire Fighting Instructions: _
Do not enter confined fire space without 7ull bunker gear (haims: with fzze
shield, bunker coats, gloves and rubber Laots), including a positive pressuve,
NIOSH approved, self-contained breathing apparatus. This materizl is _
non-flamahle.

Unusual Fire Hazards:
Material may ignite when prehsatad.

SECTION & ACCIDENTAL RELEZASE MEASURES

Protective Measures:

May burn although not readily ignitable.

Wear appropriate personal protective equipment when cleaning up spilis. Refer
to Section 8.

Spill Management:
FOR LARGE SPILLS: Remove with vacuum truck or pump to storage/salvage vessels.

FOR SMALL SPILLS: Soak up residue with an absorbent such as clay, sand or
other suitable material. Place in ncn-leaking container and ss3l tightiy for
proper disposal.

Place in container for proper disposal.

Reporting:

CERCLA: Product is covered by EPA's Comprehensive Environmental Kesponse,
Compensation and Liability Act (CERCLA) petroleum exclusion. Releases to air,
land, or water are not reportable under CERCLA (Superfund).

CWA: This product is an 0il as defined under Section 311 of EPA's Clezn Water
Act (CWA). Spills intc or leading to surface waters that cause a sheen must be
reported to the National Response Center, 1-800-424-8802.

Precautionary Measures:

Wash with soap and water before eating, drinking, smoking, applying cosmetics,
or using toilet. Launder contaminated clothing before reuse. Properly
dispose of contaminated leather articles such as shoes or belts that cannot be
decontaminated. Avoid heat, open flames, including pilot lights, and strong
oxidizing agents. Use explosion-proof ventilation to prevent vapor

AGC2G000256
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accumulation. Ground all handling eguipmen:t to preven sparking.

Storage:
Do not store in open or unlabeled contairers. Store in .a cool, dry place with
adequate ventilation. Keep away from cpen flames and high temperatures.

Container Warnings:

Keep containers closed when not in use. Containers, even thosez that have been
emptied, can contain explosive vepors. Do no:t cut, drill, grind, weld or
perform similar operations onr or near containers. :

0Oil mist, mineral ACGIH TLY 7TWA: 5 mg/m3 STEL: 10 mg/m3
0il mist, mineral OSHA PEL TWA: 5 .mg/m3

EXPOSURE CONTROLS
Provide adequate ventilation to control airborne concentrations below the

exposure guidelines/limits.

PERSONAL PROTECTION

Personal protective equipment (PPE) selections vary based on potentiz
exposure conditions such as handling practices, con;éntration and ventilation.
Information on the selection of eve, skin and respiratory protection for use

with this material is provided below.

Eye Protection:
Chemical Goggles, or Safety glasses with side shiclds

Skin Protection:

Use protective clothing which is chemically resistant to this materiszl.
Selection of protective clothing depends on potentia! exposure conditions and
may include gloves, boots, suits and other items. The seiection(s) should
take into account such factors as job task, type of exposure and durabilicy

requirements.

Published literature, test data and/or glove and clothing manufacturers
indicate the best protection is provided by:

Neoprene, or Nitrile Rubber

Respiratory Protection:

If engineering controls do not maintain airborne concentrations to a level
which 1is adequate to protect worker health, an approved respirator must be
worn. Respirator selection, use and maintenance should be in accordance with
the reguirements of the OSHA Respiratory Protection Standard, 29 CFR 1910.134.

Types of respirator(s) to be considered in the selection process include:
For Mist: Air Purifying, R or P style NIOSH approved respirator.

For Vapors: Air Purifying, R or P style prefilter & organic cartridge,
NIOSH approved respirator. Self-contained breathing apparatus for use in

environments with unknown concentrations or emergency situations.

it [famine: shalliircneviae anmafmcndointnlomndn alaDAd—CATNA AN NINNNT
AGC2G000257



Shell-Lubricants.com MSDS product code: 54104 Page 5 of 9

Appearance & Odor: Dark amber liquid. Siight Hy:rocarbon Odor.
Substance Chemical Family: Lubricants
Appearance: Dark amber liquid.

Flash Point: > 400 °F [Cleveland Open Cup:’
Physical State: Liquid

Pour Point: -40 °F - 10 °F

Specific Gravity: 0.873

Viscosity: 38 ¢St - 210 cSt @ 40 °C

SECTION 10 REACTIVITY AND STABILITY

Stability:
Material is stable under normal conditions.

Congitions to Avoid:
Bvoid heat and open flames.

Materials to Avoid:
Avoid contact with strong oxidizing agents.

Hazardous Decomposition Products:

Thermal decomposition products are highly dependent on compustion conditions.
A complex mixture of airborne solids, liquids and gases will evolve when this
material undergoes pyrolysis or combustion. Carbon Monoxide, Carbon Dioxide,

Hydrogen Sulfide, Nitrogen Oxidesand other unidentified organic compounds nzy
be formed upon combustion. "

Acute Toxicity

Dermal LD50 >5.0 g/kg{Rabbit}) OSHA: Non-Toxic Based on components (s}

Orzl LD30 >5.0 g/kg(Rat) 0OSHA: Non-Toxic Based on components(s)
Carcinogenicity Classification
Heavy Duty Motoxr Oil

NTP: No IARC: Not Reviewed ACGIH: No OQSHA: No
Sensitization
Contact with skin may cause allergic skin reaction.

AGC2G000258
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SECTION 12 ECOLOGICAL INFORMATION

Environmental Impact Summary:

There is no ecological data availabilz for this produgt. However, this product
is an oil. It is persistent and does rct readily biodegrade. However, it
does not bicaccumulate.

RCRA Infnrmaiicn:

Under RCRA, it is the responsikil:‘y of the user of the material to determine,
at the time of the disposal, whether the material meets RCRA criteria for
hazardous waste. This is because material uses, transformations, mixtures,
processes, etc._may affect the classificaiion. Refer to the latest EPA, state
and local regqulations regarding proper disposair

US Department of Transportation Classification
This material is not subject to DOT regulations under 49 CFR Parts 171-180.

0il: This product is an oil under 49CFR (DOT) Part 130. If shippec by reil or
highway in a tank with a capacity of 3500 gallons or more, it Is subject to
these requirements. Mixtures or soluticns containing 10% or more of this
product may also be subject to this rule.

International Air Transport Association
Not regulated under IATR rules.

International Maritime Organization Classification

Not regulsted under International Maritime Organization rules.

SECTION 15 REGULATORY INFORMATION

FEDERAL REGULATORY STATUS

OSHA Classification:

Under normzl conditions of use or in a foreseeable emergency, this product
AGC2G000259
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does not meet the definition of a hazardous chemizal when evaluated accoardirg
to the OSEA Hazard Communication Standard, 29 CFR 1318.1200.

Ozone Depleting Substances (40 CFR 82 Clean Air Act):

This material does not contain nor was it directly manufactured with any Ciass
I or Class I1 ozone depleting substances.

Superfund Amendment & Reauthorization Act (SARA) Title IIT:
There are no components in this product on the SARA 302 list.

SARA Hazard Categories (311/312):
Immed-ate Health:NO Delayed Health:NO Fire:NO Pressure:NO
Reactivity:NO

SARA Toxic Release Inventory (TRI} (313):
Zinc compounds

Toxic Substances Control Act {TSCA) Status:
All component(s) of this material is{are} listed on the EPA/TSCA Inveniory of
Chemical Substances.

Other Chemical Inventories:

Component {s} of this material is (are) listed on the Australian zICS,
Canadian DSL, Chinese Inventory, European EI¥ECS, Korean Inventory,
Philippines 2ICCS,

State Regulation

California Safe Drinking Water and Toxic Enforcement Act (Proposition 65).
WARNING: This product contains a chemical(s) known to the S.cte of California
to cause birth defects or other reproductive harm.

SECTION 16 OTHER INFORMATION

Revisionl: 14

Review Date: 01/09/2007

Revision Bate: 01/09/2007

Revisions since last change (discussion): This Material Safetry Data Sheel
(MSDS) has been revised to fully comply with the guidance contained in the
ANSI MSDS standard (ANSI 2400.1-2003). We encourage you o take the
opportunity to read the MSDS and review the information ccntained therein.

READ AND UNDERSTAND MATERIAL SAFETY DATA SHEET BEFORE HANDLING OR DISPOSING OF
PRODUCT. THIS LABEL COMPLIES WITH THE REQUIREMZINTS OF THE OSHA HAZARD
COMMUNICATION STANDARD (29 CFR 1910.1200) FOR USE IN THE WORKPLACE. TKIS LREZL
IS NOT INTENDED TO BE USED WITH PACKAGING INTENDED FOR SALE TO CONSUMERS ARD
MAY NOT CONFORM WITH THE REQUIREMENTS OF THE CONSUMER PRODUCT SAFETY ACT OR
OTHER RELATED REGULATORY REQUIREMENTS.

AGC2G000260
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PRODUCT CODE(S) : 54104
Rotella® T 0il 40w
ATTENTION!

PROLONGED OR REPEARTED SKIN CONTACT MAY CiiiSE OIL ACNE OR DERMATITIS. USID
GASOLINE ENGINE OIL HAS BEEN SHOWN TO CAUSE CRNCER IN LAEDRATORY ANIMALS.

Precautionary Measures:

Avoid prolongec or repeated contact with eyes, skin and cloths
breathing of vapors, fumes, or mist. Use naly wiith adeguate v
Wash thoroughly after handling.

g. Aveid
ntilaticn.

(o]

FIRST AID

Inhalation: Move victim to fresh air and provide oxygen if breathing is
diZficult. Get medical attention. If the victim has difficuity hbreathing or
tightness of the chest, is dizzy, vomiting or unresponsive, give 100% oxygen
with rescue breathing or CPR as required and transport to the nearest medical
facility.

Skin Contact: Remove contaminated clothing and shoes and wipe excess Irom
skin. Flush skin with water, then wash with scap and water. If irritation
occurs, get medical attention. Do not reuse sicthing until cleanrsd. If
redness, swelling, pain and/or blisters occur, transport to the nearest
medical facility for additional treatment.

Eye Contact: Flush with water. 1If irritation occurs, get medical attention.
Ingestion: DO NOT induce vomiting. If vemiting occurs spontaneously, keep
head below hips to prevent aspiration. Heve victim rinse mouth out with
water, then drink sips of water to remove taste from mouth. In ganeral no
treatment is necessary unless large quantities are swallowed, however, got
medical advice.

FIRE

In case of fire, Use water fog, 'alcohol foam', dry chemical or carbon
dioxide (CQ2) to extinguish flames. Do not use a direct stream of water.
Material will float and can be re-ignited on surface of water.

SPILL OR LERK

Dike and contain spill.

FOR LARGE SPILLS: Remove with vacuum truck or pump to storage/salvage vessels.

FOR SMALL SPILLS: Soak up residue with an absorbent such as clay, sard or
other suitable material. Place in non-lgzxing container and seal tightly for
proper disposal.

CONTAINS: Highly refined petroleum oils, Mixture; Proprietary Additives,
Mixture; Zinc Dialkyldithiophosphate, 68649-42-3

NFPA Rating (Health, Fire, Reactivity): 0, 1, 0O
TRANSPORTATION '

US Department of Transportation Classification
This mazerial is not subject to DOT regulations under 49 CFR Parts 171-180.

0il: This product is an o0il under 43CFR (DOT) Part 130. 1f shipped by raiil or
AGC2G000261
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highway in a tank with a capacity of 3300 gallons or more, it is subjecr te
these requirements. Mixtures or solutions containing 10% or more of this
product may also be subject to this rule.

Californiz Safe Drinking Water and Toxic Enforcemzni Act (Praoposizion 83).
WARNING: This product contains a chemical(s) known to tne State of California
to cause birth defects or other reproductive harm.

CAUTZION: Misuse of empty containers can b2 hazardous. ZEmpty containers can |
be hazardous if used to store toxic, flammable, or reactive materials. i
Cutting or welding of =rmdty containers might cause fire, explosion or toxic

fumes from residues. Do not pressurize¢ G erxpose to open flamas or heat.

Keep container closed and drum bungs in place.

Name and Address
SOPUS Products
P.O. Box 4427
Houston, TX 77210-4427

ADMINISTRATIVE INFORMATION
MANUFACTURER ADDRESS: SOPUS Products, P.O. Box 4427, Houston, TX. 77210-4427

THE INFORMATION CONTAINED IN THIS DATA SHEET i8S BASED ON TH#Z CATA AVAILABLE TO
US AT THES-TIME, AND IS BELIEVED TO BE ACCURATE BASED UPOXN THAT : IT IS
PROVIDED INDEPENDENTLY OF ANY SALE OF THE FRODUCT, FOR PURPCSE OF HAZRRD
COMMUNICATION. IT IS NOT INTENDED TO CONSTITUTE PRODUCT YEIRFORMANCE
INFORMATION, AND NO EXPRESS OR IMPLIED WARRANTY OF ANY KIND TS MADE WITH
RESPECT TO THE PRODUCT, UNDERLYING DATA OR THE INZORMATION CONTATRED HIRELH.
YOU ARE URGED TO OBTAIN DATA SHEETS FOR ALL PRODUCTS YOU BUY, PROCESS, USZ OR
DISTRIBUTE, AND ARE ENCOURAGED 1'©0-ADVISE THOSE WHO MARY COME IN CONTACT WIT!
SUCH PRODUCTS OF THE INFORMATION CONTAINED HEREIN.

TO DETERMINE THE APPLICABILITY OR EFFECT OF ANY LAW OR REGULATIOX WITH RESFECT
TO THE PRODUCT, YOU SHOULD CONSULT WITH YOUR LEGARL ADVISOR OR_THE APPROPRIATEZ
GOVERNMENT AGENCY. WE WILL NOT PROVIDE ADVICE ON SUCH MATTERS, OR BE
RESPONSIBLE FOR ANY INJURY FROM THE USE OF THE PRODUCT DESCRIBED HEREIN. THE
UNDERLYING DATA, AND THE INFORMATION PROVIDED HEREIN AS A RESULT OF THAT DATA,
IS THE PROPERTY OF SOPUS PRODUCTS AND IS NOT TO BE THE SUBJECT OF SALE OR
EXCHANGE WITHOUT THE EXPRESS WRITTEN CONSENT OF SOPUS PRODUCTS.

44841-11434-100R-01/09/2007
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Gt coso

MATERIAL SAFETY DATA SHEET
Review Date: 02/13/2007

SECTION 1 PRODUCT AND COMPANY IDUEWHTITICATION

PRODUCT: Rotella® T Multigrade SAE 15W-40 (CJ-4)

MSDS NUMBER: 71630E - 15

PRODUCT CODE(S) : 3194, 50Ci2, 500:220081, 5001205203, 5001206021,
5001206205, 500:506205, 5056838, 5063444, 063458, $070719, 5071338, 3071352,
5071354, 5071355, 5071356, 5073235, 714G752

MANUFAC. URZR ADDRESS: SQOPUS Products, P.0O. Box 4427, Houston, TX. 77Z10-4427
TELEPHONE NUMBERS
Spill Information: (877) 242-7400

Health Information: (877) 504-9351
MSDS Assistance Number: (877) 276-7285

SECTION 2 PRODUCT/INGREDIENTS
CAS# CONCENTRATION I<GREDIENTS

Heavy Duty
Motor 0il
Mixture 90 - 98.99 %volume Highly refined petroleum oils
68649-42-3 1 - 4.99 %volume 7inc Diaikyldithiophosphate
Mixture 1 - 4.99 $volume Proprietary additives
SECTION 3 HAZARDS IDENTIFICATION

EMERGENCY OVERVIEW

Appearance & Qdor: Bright and clear lignuid. Mild odor.

Health Hazards: No known immediate health hazards.

Physical Hazards: No known physical hazards.

NFPA Rating (Health, Fire, Reactivity): 0, 1, 0

Hazard Rating: Least - 0 Slight - 1 Moderate - 2 High - 3
Extreme - 4

Inhalation:
Inhalation of vapors {(generated at high temperatures only) or oil mist may

cause mild irritation of the nose, throat, and respiratory tract.

Eye Irritation:
Lubricating oils are generally considered no more than minimally irritating zo

the eyes.

ANnnmnnn=
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Skin Contact:
May cause slight irritation of the skin. TF irritstzion occurs, a temporary
burning sensation and minor redness and/or swelling may result.

Ingestion:
Lubricating oils are generally no more “han slightly toxic it swallowed.

Other Bealth Effects:

The International Agency for Research on Cancer (IARC) has determined thexe is
sufficient evidence for the carcinogenicity in experimertal animals of used
gasoline motor cils. Handling procedures znd safety precautions in the MSDS
should be followed to minimize exposure to the used produc:.

Signs and Symptoms:

Irritation as noted above.

Aggravated Medical Conditions:
Pre-existing eye, skin and respiratory discrders may be aggravated by exposure
to this product.

For additional health information, refer to section 11.

Inhalation:

Remove victim to fresh air and provide oxygen if breathing is difficult. Get
medical attention. If the victim has difficulty breathing or tightress of the
chest, is Qizzy, vomiting or unresponsive, give 100% oxygen with rescue
breathing or CPR as required and transport to the nearest medical Ffacility.

Skin:

Remove contaminated clothing and shoes and wipe excess from skin. Flush skin
with water, then wash with soap and water. 1If irritation occurs, get medicak
attention. Do not reuse clothing until cleaned. If redness, swelling, pain
and/or blisters occur, transport to the nearest medical facility for
additional treatment.

Eye:
Flush with water. 1If irritation occurs, get medical attentiocn.

Ingestion:

Do not induce vomiting. In general, no treatment is necessary unless large
guantities of product are ingested. However, get medical attention.

Note to Physician:

In general, emesis induction is unnecessary in high viscosity, low volatility
products such as oils and greases.

httn-/larnanw chelhiceerver ram/nradncte/mends nhn?id=500172
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Flash Eoint ([Merhod]: >400 °F/>204.44 °C [ Pensky-Martens Closed Cup]

Extinguishing Media:
Material will float and can be re-igrited on surface of water. Use water fog
se

’
foam, ¢ry chemical or carbon dioxide (CO2) to extinguish fiames. Do ncyk u a
direct slrearm of water.

Fire Fightirg Instructions:

Do not eniter confined fire spzce without full bunker gear (helmez with face
shield, bunker ccats, gloves &nd rubber nogts), including a positive pressure,
NIOSH approved, s2lf-contained breathing apmaretus. This material is
non-flammable.

Unusual Fire Hazards:
Materisl may ignite when prehcated.

Protective Measures:
May burn although not readily ignitable.

Wear appropriate personal protective eguipment when cleaning up spills. Refer
to Section 8.

Spill Maregement:
FOR LARGE SPILLS: Remove with vacuum truck or pump to storage/szlvage vessels.

FOR SMALL SPILLS: Soak up residue with an absorbent such as clay, sand or
other suitable material. Place in non-leaking container and seal taghtly for

proper disposal.

Place in container for proper disposal. Remove contaminated scil to remove
contaminated trace residues. Dispose ¢f in same manner as material.

Reporting:

CERCLA: Product is covered by EPA's Comprchiznsive Environmental Response,
Compensation and Liability Act (CERCLA) petroleum exciusion. Releases to air,
land, or water are not reportable under CERCLA (Superfund).

CWA: This product is an oil as defined under Section 311 of ZPa's Clean Water

Act (CWA). Spills into or leading to surface waters that cause & sheen must be
reported to the National Response Center, 1-800-424-8802.

Precautionary Measires:

Wash with soap and water before eating, drinking, smecking, applying cosmetics,
or using toilet. Launder contaminated ciothing before reuse. Properly
dispose of contaminated leather articles such as shoes or belts that cannot be

decontaminated. Avoid heat, open flames, including pilot lights, and streng
AGC2G000265
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oxidizing agents. Use explesicon-proof ventilation to prevent vapor
accumulation. Ground all handling equipment to prevent sparking.

Storage:
Do not store in open or unlabeled containers. Store in a cool, dry place with
adequate ventilation. Keep away from open flames and high temperatures.

Contalner Warnings:

Keep containers closed when not in use. Containers, even those that have besn
emptied, can contain explosive vapors. Do not cut, drill, grind, weld or
perform similar operations on or near conkainers.

01l mist, mineral BCGIH TLV TWA: 5 mg/m3 STEL: 10 mg/m3
0il mist, mineral OSHA PEL TWA: 5 mg/m3

EXPOSURE CONTROLS
Provide adequate ventilation to control cirkorne concentrations below the
exposure guidelines/limits.

PERSONAL PROTECTION

Personal protective equipment (PPE} selestinns vary based on petential

exposure conditions such as handling practices, concentration and ventilation.
Information on the selection of eye, skin and respiratory protection for use

with this material is provided below.

Eye Protection:
Chemical Goggles, or Safety glasses with side shields

Skin Protection:

Use protective clothing which is chemically resistant to this material.
Selection of protective clothing depends on potential exposure conditions and
may include gloves, boots, suits and other items. The selection(s) should
take into account such factors as job task, type of exposure and durability
requirements.

Published literature, test data and/or glove and clothing manufacturers
indicate the best protection is provided by:
Neoprene, or Nitrile Rubber

Respiratory Protection:

If engineering controls do not maintain airborne concentrations -o a Jevel
which is adequate to protect worker health, an approved respirator nust be
worn. Respirator selection, use and maintenance should be in accordance with
the requirements of the OSHR Respiratory Protection Standard, 29 CFR 1910.134.

Types of respirator(s) to be considered in the selection process inc.ude:
For Mist: ARir Purifying, R or P style NIOSH approved respirator.

For Vapors: Air Purifying, R or P style prefilter & organic cartridge,
NIOSH approved respirator. Self-contained breathing apparatus for use in
environments with unknown concentrations or emergency situations.

~
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Appearance & Odcr: Bright and -clear liquid. Mild odor.
Substance Chemical Family: Petroleun: Eyurocarbon
Appearance: Bright and clear liquid.

Flash Point: > 400 °F [Pensky-Mariens Cic¢sed Cup]

Physical State: Liguid
Pour Point: -20 °F
Solubility (in Water): Insoluble

Specific Gravity: 0.88 - 0.89
Stability: Stable

Viscosity: 103 cSt € 40 °C

Stabilaity:
Material is stable under normal conditions.

Conditions to Avoid:
Avoid heat and open flames.

Materials to Avoid:
Avoid contact with strong oxicizing agents.

Hazardous Decomposition Products:

Thermal decomposition products are highly dependent on combustion conditions.
R complex mixture of airborne solids, liguids and gases will evolve when this
material undergoes pyrolysis or combustion. Rldehydes, Carbon Monoxide, Carbon

Dioxide, Hydrogen Sulfide, Ketones, Nitrogen Oxidesand other urnidentified
organic compounds may be formed upon combustion.

Acute Toxicity
Dermal LD50 >5.0 g/kg{(Rabbit) OSHA: Non-Toxic Based on ccmponents|(s)
Oral LD50 >5.0 g/kg(Rat) OSHE: Non-Toxic Based on components{s)

Carcinogenicity Classification

hrtn://www shellnsserver com/nradncte/msds nhn?id=50017 AGC42G000267
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Heavy Duty Motor 0il
NTP: No TIARC: Not Reviewed by IARC ACC:H: Not Reviewed OinA:

Environmental Impdact Summary: _

There is no ecological data available for ¢his progush. However, this product
is an oil. It is persistent and c¢oes rct readily hicdesgrade. However, it
does not bicaccumulate.

RCRA Information:

Under RCRA, it is the responsibili‘y of the user of the material to determine,
at the time of the disposal, whather the mater:ial meats RCRA criteris for
hazardous waste. This is because material uses, transformations, mixtures,
processes, etc. may affect the classification. Refer to the latest EPA, sta
and local regulations regarding proper disposal.

US Department of Transportation Classification
This material is not subject to DOT regu_ations under 4% CFR Parts 171-180.

0il: This product is an 0il under 49CFR (DOT) Part 130. If shipped by rail or
highway in a tank with a capacity of 3500 gallons or mors, it is subject o
these requirements. Mixtures or solutions containing 1C% or more of this
product may also be subject to this rule.

International Air Transport Association
Not reguiated under IATA rules.

International Maritime Organization Classification
Not requlated under International Maritime Organization rules.

FEDERAL REGULATORY STRTUS

OSHA Classification:
Under normal conditions of use or in a foreseeable emergency, this product
does not meet the definition of & hazardous chemical when evaluated acceorcing
to the OSHR Hazard Communication Standard, 29 CFR 1910.1200.
AGC2G000268
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Ozone Depletving Substances (40 CFR 82 Clzan Air Actj:
This material does not contain nor was it directly marufactured with any Tlass
I or Class II ozone depleting substances.

Superfund Amendmaznt & Reauthorization Act (SARA) Titulie ITI:
There are no comgonents in this product on the SARA 307 list.

SARA Hazard Categories (311/312):
Immediate Health:NO Delayed Health:NO  Fire:NO  Pressure:NO
Reactivity:NO

SARA Toxic Release Inventory (TRI) (313):
Zinc compounds

Toxic Substances Control Act (TSCA) Status:
Ali comporient (s) of this material is(are} listed on the EPA/TY5CA Inventory of
Cherical Substances.

Other Chemical Inventories:

Componertis) of this material is (are) listed on ths Australiam AICS,
Canadian DSL, Chinese Inventory, European SINECS, Korean Inventory,
Philippines PICCS,

State Regulation

The following chemicals are specifically iisted by individual states; other
product specific health and safety data in other sections of the MSDS may also
be applicable for state requirements. For details on your regulatory
reqguirements you should contact the appropriate agency in your state.

Revisionf: 15

Review Date: 02/13/2007

Revision Date: 12/19/2006

Revisions since last change (discussion): This Material Safety Data Shest-
(MSDS) has been reviewed to fully comply with the guidance contained in the
ANSI MSDS standard (ANSI Z7400.1-2003). We encourage you to take the
opportunity to read the MSDS and review the information contained therein.

READ AND UNDERSTAND MATERIAL SAFETY DATA SHEET BEFORE HANDLING OR DISPOSING OF
PRODUCT. THIS LABEL COMPLIES WITH THE REQUIREMENTS OF THE OSHA HAZARD
COMMUNICATION STANDARD (29 CFR 1910.1200) FOR USE IN TiHE WORKPLACE. THIS LABEL
IS NOT_EINTENDED TC BE USED WITH PACKAGING INTENDED FOR SALE TO CONSUMZRS AND
MAY NOT CONFORM WITH THE REQUIREMENTS OF THE CONSUMER PRODUCT SAFETY ACT OR
OTHER RELATED REGULATORY REQUIREMENTS.

PRODUCT CODE(S): 3194, 50012, 5001200001, 5001205203, 5001206021, 5001206205,

httn-/lamn chellncearmior nnminradnnte/mede nhnA=8NN1TI ANTNINANT
AGC2G000269
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5001506205, 5056638, 5063444, 5063458, >0173G719, 5071338, 5071352, 5071354,
5071355, 5071356, 5073235, 714G72

Rotella® T Multigrade SAE 15W-40 (CJ-4)
ATTENTION!

PROLONGED OR REPEATED SKIN CONTACT MAY CAUSE OIL ACMI OR LDERMATITIS. USED
GASOLINE ENGINE OIL HAS BEEN SHCWN T0Q TRUSE CANCER ii LABORATORY ANIMALS.

Precautionary Measures:

Avaid prolonged or repeated contact with eyes, skin and clothing. Avoid
brezthing of vapors, fumes, or mist. Use only with adequate ventilation.

Wash thoroughly after handling. T

FIRST AID

Inhalation: If the victim has difficulty breathing or tightness of the chest,
is dizzy, vomiting or unrespunsive, give i0U0% oxygen with rescue breathing or
CPR as required and transpor: to the nearest medical facility. '
Skin Contact: Remove contaminazed clothirg and shoes and vipe excess from
skin. Flush skin with water, then wash with scap and wat&r. If irritation
occurs, get medical attention. Do not reuse clothing unt:il cleaned. i I I
redness, swelling, pain and/or blisters occur, transport to the nearest
medical facility for additional treatment. -

Eye Contact: Flush with water. If irritetion occurs, ge! medical attention.
Ingestion: Do not induce vomiting. In gensrel, no treatment is necessary
unless large quantities of product are ingested. However, get medical
attention.

FIRE

In case of fire, Use water fog, 'alcohol foam', dry chemical or carbon
dioxide (CO2) to extinguish fiames. Do not use a direct strzam cf water.
Material will float and can DE re-ignited on surface of water.

SPILL QR LEAK
Dike and contain spill.

FOR LARGE SPILLS: Remove with vacuum truck or pump to storage/salvage vessels.

FOR SMALL SPILLS: Soak up residue with an absorbent such as clay, sand or
other suitable material. Place in non-leaking container and seal tightly for

proper disposal.

CONTAINS: Highly refined petroleum oils, Mixture; Zinc Dialkyldithiophosrhate,
68649-42-3; Proprietary additivés, Mixture

NFPA Rating (Health, Fire, Reactivity): 0, 1, O
TRANSPORTATION

US Department of Transportation Classification
This material is not subject to DOT regulations under 49 CEFR Parts 171-180.

0il: This product is an o0il under 49CFR (DOT) Part 130. If shipped by rail or
highway in a tank with a capacity of 3500 gallons or more, it is subject to
these requirements. Mixtures or solutions containing 10% or more of this
product may also be subject to this rule.

httn:/lwww chellneeprver ram/inradncte/mede nhn?id=S0N17 A£882?57000270
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CAUTION: Misuse of empty contziners can be hazardous. Empiy containers can
be hazardous if used to store toxic, flammable, or reactive materials.
Cutting or welding of empty containers might causs fire, explosion or toxic
fumes from residues. Do not pressurize or expose to .coen fiames or heat.
Keep ccnzainer closed and drum bungs in place.

Name and Address
SOPUS Products
P.O. Box 4427
Housiaon, TX 77210-4427

ADMINISTRATIVE INFORMATION
MANUSACTURZR ADDRESS: SOPUS Products, 5.2. Box 4427, Houston, TX. 772i0-4427
THE INFORMATION CONTAINED IN THIS DATA SHEET 138 BASZD O THE DATA AVAILABLE TC
US AT THIS TIME, AND IS BELIEVED TO BE ACCURARTE EXJESED UPDN THAT : IT IS
PROVIDEL INDEPENDENTLY OF ANY SALE OF TEE FRODUCT, FOR FURPOSE OF EAZARD
COMMUNICATION. IT IS NOT INTENDED TO CONSTITUTE 2ROBUCT FERFORMANCE
INFORMATION, AND NO EXPRESS OR TMPLIED WARRENTY OF ANY KIND IS MADE WiTH
RESPECT TO THE PRODUCT, UNDERLYING DATA OX THZ 1INFCRMATICN CONTRIMED HERETN.
YOU ARE URGED TO O3TAIN DATA SHEETS FOR ALL 2PRODUCTS YOU BUY, FROCESS, U3E OR
DISTRIBUTE, AND ARE ENCOURAGED 70O ADVISE TEOSE WHO MARY COME I JONTARLCT WITH

SUCH PROCUCTS OF THE INFORMATION CONTAINED SEREIN.

TO DETERMINE THE APPLICABILITY OR EFFECT OF ANY LAW $X REGULETIOM WITH KESPECT
TO THE PRODUCT, YO. SHOULD CONSULT WiTH YOUR LEGAL 2DVISGR CR THE APZRCPRIATE
GOVERNMINT AGENCY. Wz WILL NOT rROVIDE ADVITE ON SUCH MATTERS, OR 82
RESPONSIBLE FOR ANY INJURY FROM THE USE CF 'THE PRODUCT DESCRIBED HEREILW. THE
UNDERLYING DATA, AND THE INFORMLTION PROVIUDZD HEKRIN AS A RESULYT OF THAT DATA,
IS THE PROPERTY OF SOPUS PROIUCTS AND IS KGT TO BE THE SY3JECT GF SALE OR
EXCRANGE WITHOUT THE EXPRESS WRITTEIN .CONSENT OF SOPUS PRODUCTS.

44815-10737-100R-02/13/2007

AGC2G000271
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MATERIAL SAFETY DATAR SHEET
Revisior: Date: 05/29/2004

£

—SECTION 1 PRODUCT AND COMPANY IDENTIFICATION

PRODUCT: Shell™ AW Hydravlic 0il 46
MSDS NUMBER: 65501E - 2
PRODUCT CODE(S): 65501, 6550100001

MANUFACYURER ADDRESS:SCPUS Products, P.O._ng 4427, Houston, TX. 77210-4427
TELEPHONZ NUMBERS

Spill Information: (877) 242-7400
Health Information: (877) 504-9351

MSDS Assistance Number: (877) 276-7285
SECTION 2 PRODUCT/INGREDIENTS
CASH CONCENTRATION INGREDIZNTS
Hydraul ic Gil
Blend %0 - 98.99 tweight Highly refined petroleum oils
Mixture 1 - 2.9% %weight Additives
SECTION 3 HAZARDS IDENTIFICATION

EMERGENCY OVERVIEW

Appearance & Odor: Amber, clear liquid. Mild odor.

Health Hazards: No known immediate health hazards. High-pressure in‘ection
under the skin may cause serious damage.

Physical Hazards: No known physical hazards.

NFPA Rating (Health, Fire, Reactivity): 0, I, 0

Hazard Rating:Least - 0O Slight - 1 Moderate - 2 S lileh - 3
Extreme - 4

Inhalation:
Inhalation of vapors ({(generated at high temperatures only) or oil mist may
cause mild irritation of the nose, throat, and respiratory tract.

Eye Irritation:
Lubricating oils are generally considered nc¢ more than minimally irritating to

the eyes.

Skin Contact:
May cause slight irritation of the skin. If irritation occurs, a temporary

9/A . ) .ohp?id=65501 4/10/2007
htto://www.shellusserver.com/oroducts/msds.ohp?id=65 A s
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burning sensation and minor redness and/or swelling may result. Releass of
the material during high-pressure applications may result in injection urndex
the skin ceusing possible extensive tissue damage which is difficult to heal.
Other adverse eifects not expectec from brief skin contact.

Ingestion:
Lubriceting oils are generailv no more than siightly toxic if swallowed.

Signs and Symptoms:
Irritaticn as noted above. Local necrosis -is evidenced by delayed onset of
pain and tissue damage a few hours follswing injection.

Aggravated Mecical Conditions:
Pre-existing eye, skin and respiratory disorders may be aggravated by exposure
to this product.

For additional health informatiocn, refer ic sechtion 1l.
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Inhalation:

If the victim has difficultv breathing or tightness of the chest, is ZiZfzy,
vomiting or unresponsive, give 100% oxygen with rescue breathing cr CPR as
required and transport to the nearest medical facility.

Skin:

Remove contaminated clothing and shoes and wipe excess from skin. Flush skin
with water, then wash with soap and water. If irritation occurs, get mcdical
attention. Do not reuse clothing until cleaned. 1f material is injected

under the skin, transpert to the nearest medical facility for daditional
treatment. If redness, swelling, pain and/or blisters occur, transport to zThe
nearest medical facility for additional treatment.

Eye:
Flush with water. If irritation occurs, get medical attention.

Ingestion:

Do not induce vomiting. In general, no treatment is necessary uriess large
quantities of product are ingested. However, get medical attention. Have
victim rinse mouth out with wazer, then drink sips of water to ramove taste
from mouth. Ti vomiting occurs spontanecusly, keep head below hips to drevent
aspiration.

Ncte to Physician:

In general, emesis induction is unnecessary in high viscosity, low volatility
products such as oils and greases.

Flash Point [Method]: 400 °F -440 °F/204.44 °C -226.67 °C [ Clevelend Open

httn//faninuy echalliiccarver Anminrndnate/mode nhn2iA=A83N1 4/1n/00N7
AGC2G000273
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Extinguishing Media:
Material will flcat and can be re-ignited on surface of water.
SECTION 6 ACCIDENTAL EZLEASE MEASURES
Protective Measures:
May burn although not rsadily ignitable.
Refer

Wear appropriate personal prectective equipment when cleaning up spills.
to Section 8. —

Spill Management:

FOR LARGE SPILLS: Remove with vacuum truck or pump to stsrage/salvage vesselis.
FOR SMALL SPILLS: Soak up residue with an absorbent suck as clay, sand or
other suitable material. Plsce in non-lzaking centsziner and sez: tightly for
proper disposal. -

Reporting:

CERCLA: Product is covered by EPA's Comprekensive Znvironmental Response,
Compensation and Liability Act (CERCLA) peiroleum exclusion. Releases to air,
land, or water are not reportable under CERCLAR (Superfund).

CWA: This product is an 0il as defined under Section 311 of EPA's Clear Water
Act (CWA). Spills into or leading to surface waters that causé a sheen must be
reported to the National Response Center, 1-800-424-8802.

Precautionary Measures:

Wash with soap and water before eating, drinking, smoking, applying cosmetics,
or using toilet. Launder contaminated clothing before reuse. Properly
dispose of contaminated leather articles such as shoes or belts that cannot be
decontaminated. Avoid heat, open.flames, including gilot lights, and strong
oxidizing agents. Use explosion-proof ventilation to prevent vapor
accumulation. Ground all handling equipment to prevent sparking.

Storage:
Do not store in open or unlabeled containers. Store in a cool, dry place with
adequate ventilation. Keep away from open flames and high temperatures.

Container Warnings:

Keep containers closed when not in use. Containers, even those that have been
emptied, can contain explosive vapors. Do not cut, drill, grind, weld or
perform similar operations on or near conzainers.

httn://www.shellusserver com/nradnets/msds nhn?id=65501 AGAngC‘S/’())gg%74
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SECTION 8 EXPOSURE CONTROLS/PERSONAL PROTECTION

o

4K

L: 10 mg/m3

o

Oil mist, mineral ACGIH TLV TWA: S mg/m3
0il mist, mineral OSHA 2?23 TWA: 5 mg/m3

EXPOSURE CONTROLS
Provide adequate ventilation to control airborn= concentrations balow the
exposure c¢uideiines/limits.

PERSONAL ‘PROTECTION

Personal protective equipment (PPZ) selecztions vary based on potential

exposure conditions such as handling fpractices, concentration and ventilation.
Informazion on the selection of eye, skir and respiratory protection fcr uss

with this material is provided below. o '

Eye Protection:
Chemical Goggles, or Safety Glasses |

Skin Protection:
Use protective clothing which is chemically resistant to this material.

Selection of protective clothing depends on potentia: exposure conditions and

may include gloves, boots, suits and other items. The selection(s) shculd

take into account such factors as job task, type of exposure and durability

requirements. :

Published literature, test data and/or glove and clothing manufacturers
indicate the best protection is provided by:
Neoprene, or Nitrile Rubber

Respiratory Protection:

If engineering controls do not maintain airborne concentrations to a level
which is adequate to protect worker health, an approved respirator must be
worn. Respirator selection, use and maintenance should be in accordance with
the requirements of the OSHA Respiratory Prctection Standard, 29 CFR 1810.124.

Types of respirator(s) to be considered in the selection process include:
For Mist: Air Purifying, R or P style NIOSH approved resgirator.
For Vapors: Air Purifying, R or P style prefilter & organic cartridge,

NIOSH approved respirator. Self-contained breathing apparatus for use in
environments with unknown concentrations or emergency situations.

Appearance & Odor: Amber, clear liquid. Mild odor.
Substance Chemical Family: Lubricants

RPI Gravity: 30 - 32.3

Bppearance: Amber, clear liguid.

Flash Point: 400 °F « 440 °F [Cleveland Cpen Cup)

Pour Point: -10 °F - 0 °F%

httn-/lwrww chelliiceerver com/mraducte/mede nhn2id=A5501 AGllc/'églggg;_I?s
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Specific Gravity: 0.88586

Viscosizy: 30 ¢St - 100 cSt @ 40 °C

Stability:
Material is stable under normal conditions.

Conditions to Avoid:
Avoid heat and open flames.

Materials to Avoid:
Avoid contact with strong oxidizing agents.

Hazardous Decomposition Products:

Thermal decomposition products are highly dependent on combustion conditions.
A complex mixture of airborne solids, liguids and gases will evolve when this
material undergoes pyrolysis or combustion. Aldehydes, Carbon Monoxide,
Carbon Dioxide, Ketones, Methacrylate monomers

and other unidentified organic compounds may be formed upon combustion.

Acute Toxicity
Dermal LD30 >5.0 g/kg{Rabbit) O5HA: Non-Toxic Based on components(s)
Oral LE:Z0 »5.0 g/kg{Rat) OSHA: Non-Toxic Based on componerts(s)
Carcinogenicity Classification
Hydraulic 0il
NTP: No IARC: Not Reviewed ACGIH: No OSHA: No

Environmental Impact Summary:

There is no ecological data available for this product. However, this product
is an 0i1l. It is persistent and does not readily biodegrade. However, it
does not bicaccumuiate.

RCRA Information:

Under RCRA, it is the responsibility of the user of the material to determine,
at the time of the disposal, whether the material meets RCRA criteria for

http://www.shellusserver. com/products/msds.php?id=65501 4/10/2007
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hazardous waste. This is because material uses, transformations, mixtures,
processes, etc. may affect the classification. Refer to the latest EPA, state
and iocal regulations regarding proper disposal.

SECTION 14 TRANSPORT INFORMATION

US Department of Transportation Classification
This material is not subject to DOT regulavions under 49 CFR Parts 171-180.

;-rail or

0il: This product is an ail under 43CFR (ZUT) Part 130. If
highway in a tank with a capacity of 350% gzllons or more, it is subjec:t to
these requirements. Mixtures oxr solﬁ;jons containing 190% or more of this
product may also be subject to this rule.

Internetional Air Transport Associazion
Not requisted under IATA ruiles.

International Maritime Organization Classificatien
Not regulazted under Iniernational Maritime Organization rules.

FEDERAL REGULATORY STATUS

OSHA Classification:

Product is hazardous asccording o the OSiA Hazard Communiczzion Standard, 29
CFR 1910.1200, because it caxries the occupational exposure limit for mineral
oil mist.

Ozone Depleting Substances (40 CFR 82 Clean Air Act):
This material does not contain nor was it directly manufactured with any Class
I or Class Il ozone depleting substances.

Superfund Amendment & Reauthorization Act (SARA) Title 1lili:

There are no cocmponents in this product on the SARA 302 list.

SARA Hazard Categories {311/312):
Immediate Health:NO Delayed Health:NO Fire:NO Pressure:NO
Reactivity:NO

SARA Toxic Release Inventory (TRI) (313):
There are no components in this product on the SARA 313 list.

Toxic Substances Control Act {(TSCA) Status:
All component{s) of this material is(are) listed on the EPA/TSCA Inventory of
Chemical Substances.

Other Chemical Inventories:
Component (s} of this material is (are) iisted on the ARustralian AICS,

http://www shellusserver.com/products/msds.php?id=65501 4/10/2007
AGC2G000277
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Canadian DSL, Chinese Inventory, European EINECS} Kcrean invanIary,
Philippines -2ICCS,

State Regulation
The following chemicels are specifically listed by individual states; c¢ther
product specific health and safety data in other sectisns cf the MSCS-may also

be applicable for state requirements. For details on your regeiatory
requiremen s you should contact the approrrciate agency in yocur state.
SECTION 16 OTHER INFORMATION |

Revision#: 2

Revision Date: 09/29/2004

Revisions since last change (discussion): This Material Safety Data Sheot
(MSDS)_has been newly reviewed tc fully comply with the guidancs contained in
the ANSI MSDS standard (ANST 24G0.1-1998). We encoursge ycu to tasxe the
opportunity to read the MSDS and review the information conttained thsrein.

READ AND UNDERSTAND MATERIAL SAFETY DATA SHEET BEFORE HANIRLEINTG OR DISFOSING OF
PRODUCT. THIS LABEL COMPLIES WITH THE REQUIREMZNTS OF TRE OSHA HRZARD
COMMUNICATION STANDARRD (2% CFR 1910.1200) FOR USE i THE WORKPLACE. TEIS LRBEL
IS NOT INTENDED TO BE USED WITE PACKAGING INTENDED FOR SALE TO CONSUMERS AND
MAY NOT CONFORM WITH THE REQUIRIMENTS OF THE_CONSUMER PRODUCT SATITY RCT OR
OTHER RELATED REGULATORY REQUIREMENTS.

PRODUCT COOE (S) : ‘65501, 6550100001
Shell™ AW Hydraulic 0il 46
ATTENTION!

PROLONGED OR REPEATED SKIN CONTACT MAY CAUSZ OIL ACNE OR DERMATITIS.
HIGH-PRESSURE INJECTION UNDER SKIN MAY CAUSE SERIQUS DAMAGE.

Precautionary Measures:

Avoid prolonged or repeated contact with eyes, skin and clothing. Avoid
breathing of vapors, fumes, or mist. Use only with adeguate ventilation.
Wash thoroughly after handling.

FIRST AID

Inhalation: 1If the victim has Qifficulty breathing or tightness of the chest,
is dizzy, vomiting or unresponsive, give 100% oxygen with rescue breathing or
CPR as required and transport to the nearest medical facility.

Skin Contact: Remove contaminated clothing and shoes and wipe excess from
skin. Flush skin with water, then wash with soap and water. If irritatien
occurs, get medical attention. Do not reuse clothing until cleaned. 1f
material is injected under the skin, transport to the nearest medical facgility

httn://www _shellusserver.com/nradiicte/msde nhn?id=6550) 4107007
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for additional treatment. If redness, swelling, pain and/or blisters czcur,
transpori te the nearest medical facility for additionzl treatment.

Eye Contact: Flush with water. 1If irritation cccurs, g=t medical attenticn.
Ingestion: Do not induce vomiting. In generai, no treztment is necessary
unless large quantities of product are irgssted. Howsver, get medirzal
attention. If vomiting occurs spontanecausly, keep hegad below hips bo prevent
aspiration. Have victim rinse mouth out wWith water, then cdrink sips of water
to remove taste from mouth- -

FIRE

In case of fire, Material wiil float and can ke re-igrited on surface of
water. -

SPILi. OR LEAK
Dike and contain spill.
FOR LARGE SPILLS: Remove with vacuum truck or pump to storage/salvage vossels.

FOR SMALL SPTLLS: Soak up residue with an absorbent s:-h as clay, sand or
other suitabse material. Place in non-leaking container and sesl tightly fcr
proper disposal.

CONTAINS: Highly refined petroleum oils, Blend; Additives, Mixture
NFPA Rating (Health, Fire, Reactivizy): 0, 1, 0

TRANSPORTATION
US Depariment of Transportation Classificasion
This material is not subject to DOT regulations under 49 CFR Parts 171-13(.

0il: This product is an oil under 49CFR (DOT) Part 130. iIf shipped by rail or
highway in a tank with a capacity of 3500 gallons or more, it is subject tc
these requirements. Mixtures or solutions containing L0% or more of this
product may also be subject to this rule.

CAUTION: Misuse of empty containers can be hazardous. &mpiv containers can
be hazardous if used to store toxic, flammable, or reactive materials.
Cutting or welding of empty containers might cause fire, explosion or toxic
fumes from residues. Do not pressurize or expose to open flames or heat.
Keep container closed and drum bungs in place. -

Name and Address
SOPUS Products
P.O. Box 4427
Houston, TX 77210-4427

ADMINISTRATIVE INFORMATION

MANUFACTURER ADDRESS: SOPUS Products, P.0. Box 4427, Houston, TX.
77210-4427

Company Product Stewardship & Regulatory Compliance Contact: Timothy W Childs
Phone Number: (713) 241-1524

THE INFORMATION CONTAINED IN THIS DATA SHEET IS BASED ON THE DATA AVAILRILYD TO
US AT THIS TIME, AND IS BELIEVED TO BE ACCURATE BASED UPON THAT : IT IS
PROVIDED INDEPENDENTLY OF ANY SALE Of THE_PRODUCT, FOR PUGRPOSE OF HAZARD
COMMUNICATION. IT IS NOT INTENDED TO CONSTITUTE PRODUCT PERFORMANCE
INFORMATION, AND NO EXPRESS OR IMPLIED WARRANTY OF ANY KIND IS MADE WITH
RESPECT TO THE PRODUCT, UNDERLYING DATA OR THE INFORMATION CONTAINED HEREIN.

http://www shellusserver.com/products/msds.php?id=65501 . 4/10/2007
AGC2G000279
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YOU ARZ URGED TO OBTAIN DATA SHEZTS FOR ALL PRODUCTS YOU BUY, PROCESS, USE OR
DISTRIBUTE, AND ARE ENCOURAGED TO ADVISE THOSE WHO MAY COME IN CONTACT WITH
SUCH PRODUCTS OF THE INFORMATION CONTAINED EZREIN.

TO DETERMINE THE APPLICABILITY OR EFFECT GF ANY LAW OR REGULATION WITH RESPECT
TO THE SRODUCT, YOU SHOULD CONSULT WITH YQUR LEGAL ADVISOR OR THE AFPPRCPRIATE
GOVERNMENT AGENCY. WE WILL NOT PROVIDE ADVICE ON SUCH MATTERS, OR BT
RESPONSIBLE FOR ANY INXJURY FROM THE USE OF THE PRODUCT DZSCRIBED HERZIN. THE
UNDERLYI®G DATA, AND THE INFORMATION PROVIDED HERETN AS A RESULT .OF THAT DATA,
IS THE PROPERTY OF SOFUS PRODUCTS AMND IS NIT TO BT THE SUBJEDT OF SALE OR
EXCHANGE VWITEOUT THE EXPRESS WRITTEN COHSENT OF SCGPUS PRODUCTS.

43309-11719-100R-09/29/2004

AN NIMMANTT

httn-/xaninar cholliiecorior Anmmfaradnatafmmade nhn?A—£LCENT
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MATERIAL SAFETY DATAE SHEET
Revision Date: 09/29/2004

SECTION 1 PRODUCT AND COMEBANY IDENTIFICAZEON

PRODUCT: Shell™ AW Hydraulic Oil €8
MSDS NUMBER: 65502E - 2 !
PRODUCT CODE(S): 65502, ©550200001

MANUFACTURER ADDRESS:SOPUS Products, P.O. Eux 4427, Houston, TX. 77210-4427
TELEPHONE NUMBERS
Spill Information: (877) 242-7400

Health Information: (8?7) 504-9351
MSDS Assistance Number: (877) 276-7285

SECTION 2 PRODUCT/INGREDIENTS
CAS# CONCENTRATION INGREDIENTS
Hydraulic 0Oil
Blend 90 - 98.99 sweight Highly refined petroleum oils
Mixture 1 - 2.99 gweight Additives
SECTION 3 HAZARDS IDENTIFICATION

EMERGENCY OVERVIEW

Appearance & Odor: Amber, clear liquid. Mild odor.

Health Hazards: No known immediate health hazards. EREigh-pressure injection
under the skin may cause serious damage.

Physical Hazards: No known physical hazards.

NFPA Rating (Health, Fire, Reactivity): €, 1, 0

Hazard Rating:Least - O Slight - 1 Moderate - 2 High - 3
Extreme - 4

Inhalation:
Inhalation of vapors {generated at high temperatures only) or oil mist may
cause mild irritation of the nose, throat, and respiratory tract.

Eye Irritation:
Lubricating eils are generally considered no more than mirnimally irritating to
the eyes.

Skin Contact:
May cause slight irritation of the skin. 1If irritation occurs, a temporary

P
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burning sensation and minor redness ard/or swelling may result. Release of
the material during high-pressure appiications may result in injection under
the skin causing possible extensive tissue damage which is diiffjcult to heal.
Other adverse effects not expected from brief skin contact.

Ingestion:
Lubricating oils are geperally no more than slightly toxic if swailowed.

Signs and Symptoms:
Irritation as noted above. Local necrosis is evidenrced by deleayed unset of
pain and tissue damage a few hours following injection.

Aggravated Medical Conditions:
Pre-existing eye, skin and respiratory disorders may be aggravated by exposure
to this product.

For additional health information, refer to section 11.

Inhalation:

If the victim has difficulty breathing or tightness of the chest, is dizzy,
vomiting or unresponsive, give 100% oxygen with rescue breathing or CPR as
required and transport to the nearest medical facility.

Skin:

Remove contaminated clothing and shoes and wipe excess fror skin. Flush skin
with water, then wash with scap and water. If irritatiosr—occurs, get medical
attention. Do not reuse clothing until cleaned. _ If material is injected -
under the skin, transport to the nearest medical facility for additional
treatment. If redness, swelling, pain and/or blisters occur, transport to the
nearest medical facility for additional treatment.

Eye:

Flush with water. If irritation occurs, get medical attention.

Ingestion:

Do not induce vomiting. In general, no treatment is necessary unless large
quantities of product are ingested. However, get medical attention. Have

victim rinse mouth out with water, then drink sips of water to remove taste
from mouth. If vomiting occurs spontaneously, keep head below hips to prevent
aspiration.

Note to Physician:

In general, emesis induction is unnecessary in high viscosity, low veclatilizy
products such as oils and greases.

SECTION 5 FIRE FIGHTING MEARSURES
Flash Point [Method]: 400 °F -440 °F/204.44 °C -226.67 °C | Cleveland Open
httn:/f'www _shellusserver.com/nraducts/msds.ohn?id=65502 4/10/2007
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Cup]

Extinguishing Media:
Material will float and can be re-ignited on surface of water.

SECTION 6 ACCIDENTAL RELEASE MEASURES.

Protective Measures:
May burn although not readily ignitable.

Wear appropriate personal protective eguipment when cleaning up spilis. Fefer
to Section 8.

Spill Management:
FOR LARGE SPILLS: Remove with wvacuum truck or pump 0 storags/salvage vessels.

FOR SMALL SPILLS: Soak up residue with an absorbent such as clay, samni or
other suitable material. Place in non-leaking container and seai tightly fcr

proper disposal.

Reporting:

CERCLA: Product is covered by EPA's Comprehensive Environmental Response,
Compensation and Liability Azt (CERCLA) petroleum exclusion. Releases to air,
land, or water are not reportable under CERCLA (Superfund).

CWA: This product is an oil as defined under Section 311 of EPA's Clean lWater
Act (CWA). Spills into or leading to surface waters that cause a sheen must be
reported to the Nationa: Response Center, 1-800-424-86802,

Precautionary Measures:

Wash with soap and water before eating, drinking, smoking, applying cosmetics,
or using toilet. Launder contaminated clothing before reuse. Properly
dispose of contaminated leather articles such as shoes or belts that cannot be
decontaminated. Avoid heat, open flames, including pilot lights, and strong
oxidizing agents. Use explosion-proof ventilation to prevent vapor
accumulation. Ground all handling equipment to prevent sparking.

Storage:
Do not store in open or unlabeled containers. Store in a cool, dry place with
adequate ventilation. Keep away from open flames and high temperatures.

Container Warnings:

Keep containers closed when not in use. Containers, even those that have been
emptied, can contain explosive vapors. Do not cut, drill, grind; weld or
perform similar operations on or near containers.

htto://www shellusserver.com/oroducts/msds.ohp?id=65502 4/10/2007
AGC2G000283
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SECTION 8 EXPOSURE CONTROLS/PERSONAL PROTECTION

0il mist, mineral ACGIH TLV TWA: 5 mg/m3* STEL: 10 mg/m3
0il mist, mineral OSHA PEL TWA: 5 mg/m3

EXPOSURE CONTROLS
Provide adequate ventilation to controi airbporns concentrations below the
exposure guidelines/limits.

PERSONAL PROTECTION

Personal protective equipment (PPE) selections vary based on potential

exposure conditisns such as handling practices, concentrzfisn_and ventilation.
Informetion on the selection cf eye, skin and respiratory protection for use

with this material is provided dSelow.

Eye Protcction: _
Chemical Goggles, or Safety Glasses

Skin Protection: :
Use protective clothing which is chemically resistant to this materiai.
Selection of protective c¢lothing depends on potential exposure conditions and
may include gloves, boots, suits and other items. The selection(s) gﬁopid
take into account such factors as job task, type of exposure and durabilizy
reguiremerts.

Published literature, test data and/or glove and clething manufacturers
indicate the best protection is provided by:
Neoprene, or Nitrile Rubber

Respiratory Protection:

If engineering controls do not maintain airborne concentrations to a level
which is adequate to protect worker heaith, an approved respirator must be
worn. Respirator selection, use and maintenance should be in accordance with
the requirements of the OSHA Respiratory Protection Standard, 29 CFR 1810.134.

Types cf respirator{s) to be ccnsidered in the selection process include:
For Mist: Air Purifying, R or P style NIOSH approved respirator.

For Vapors: Air Purifying, R or P style prefilter & organic cartridge,
NIOSH approved respirator. Self-contained breathing apparatus for use in
environments with unknown concentrations or emergency situations.

Appearance & Odor: BAmber, clear liquid. Mild odor.
Substance Chemical Family: Zubricants
API Gravity: 30 - 32.3

Appearance: Amber, clear liguid.
Flash Point: 400 °F - 440 °F [Cleveland Cpen Cup]
Pour Point: -10 °F - 0 °F
httn:/fwww.shellusserver.com/products/msds.ohn?id=65502 : 4/10/2007
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Specific Gravity: 0.8856

Viscosity: 30 cS5t - 100 cSt @ 40 °C

Stability:
Material is stable under normal conditions.

Conditions to Avoid:
Aveid heat and open flames.

Materials to Avoid:
Avoid contact with strong oxidizing agents.

Hazardous Decompcsition Products:
Thermal decomposition products are highly dependent cn compustion corditicns.
A complex mixture of airborne solids, liquids and gases wil: evolve when this
material undergoes pyrolysis or combustion. 2idehydes, Carbon Monoxide,
Carbon Dioxide, Ketones, Methacrvlate monomers

and other unidentified organic compounds may be fcrmed upon combustion.

Acute Toxicity
Dermal LD5C >5.0 g/kg{Rabbit) OSHA: Non-Toxic Based on components(s)
Oral LDZ0 >5.0 g/kg(Rat} OSHA: Non-Toxic Based on componeénts(s)
Carcinogenicity Classification -
Hydraulic 0il |
NTP: No IARC: Not Reviewed ACGIH: No OSHA: No |

SECTION 12 ECOLOGICAL INFORMATION

Environmental Impact Summary:

There is no ecological data available for this product. However, this product
is an oil. It is persistent and does not readily biodegrade. However, it
does not bioaccumulate.

RCRA Information:

Under RCRA, it is the responsibility of tha user of the material to determine,
at the time of the disposal, whether the material mmeets RCRA criteria for

httn://vrww.shellusserver.com/oroducts/msds.php?1d=65502 4/10/2007
AGC2G000285
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hazardous waste. This is beczuse material uses, transformations, mixtures,
processes, etc. may affect the classification. Refer to the latest EPA, staze
and local regulations regarding proper disposal.

0S Department of Transportation Classificaiion ) _
This material is not subject to DOT reguiations under 49 TFK Parts 171-180.

0Oil: This product is an oil under 49CFR (DOT) Part 130. :if shipped by rail or
highway in a tank with a capacity of 3309 zzllons or mere, it is subject to
these requirements. Mixtures or solutions containing 106% .or more of this
product may also be subject to this rule. —

International Air Transport Association
Not regulated under IATA rules.

International Maritime Organization Classif:ication

Not regulated under International Maritime Organization rulss.

FEDERAL REGULATORY STATUS

OSHA Classification:

Product is hazardous according to the OSHA Hazard Communication Standard, 29
CFR 1910.1200, because it carries the occupational exposure limit for mineral
oil mist.

Ozone Depleting Substances (40 CFR 82 Clean 2ir Act):

This material does not contain nor was it directly manufactured with any Class
1 or Class II ozone depleting substances.

Superfund Amendment & Reauthorization Act {SBRA) Title II1:

There are no components in this product on the SARA 302 list.

SARA Hazard Categories (311/312):

Immediate Health:NO Delayed Health:NO Fire:NO Pressure:NO

Reactivity:NO

SARA Toxic Release Inventory (TRI) (313):
There are no components in this product on the SARA 313 list.

Toxic Substances Control Act (TSCA) Status:
All component (s) af this material is(are) listed on the EPA/TSCR Inventory of
Chemical Substances.

Other Chemical Inventories:
Component (s) of this material is {are) listed on the Australian &ICS,

httn*/fwww challuscerver com/mraducts/meds nhn?id=655072
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Canadian DSL, Chinese Inventory, European EINECS, Korean Inventory,
Philippines PICCS, )

State Regulazion

The foilcwing chemicals are specifically listed by individual states; other
product specific health and safety data in other sections ¢ the M5DS may also
be appiicable for state requiremenzs. for details on ycur regulatory

requirements you should contact the appropriate .agency in your state.

Revision#: 2

Revision Date: 09/23/2004
Revisions since last change (discussion}: This Material Safety Data Sheet
(MSDS) has been newly reviewed to fully comply with the guidance contained in
the ANSI MSDS standard (ANSI 2400.1-1998). ~ lie encourage you to take the
opportunity to read the MSDS and review the information contained thersin.

READ AND UNDERSTAND MATERIBL SAFETY DATA SEZET BEFORE SANDLING OR DISPQS:ING OF
PRODUCT. THIS LABEL COMPLIES WITH THE REQUIREMENTS OF THZ OSHA HAZARD
COMMUNICATION STANDARD (29 CFR 1910.1200) OR USE IN THE WORKPLACE. THIS LABEL
IS NOT INTENDED TO BE USED WITH PACKAGING INTENDED FOR SALE TO CONSUMERS AND
MAY NOT CONFORM WITH THE REQUIREMENTS OF THE CONSUMER PRODUCT SAFETY ACT OR
OTHER RELATED REGULATORY REQUIREMENTS.

PRODUCT CODE(S): 65502, ©550200001
Shell™ AW Hydraulic Qil 68
ATTENTION!

PROLONGED OR REPERTED SKIN CONTACT MAY CAUSE OIL ACYE OR DERMATITIS.
HIGH-PRESSURE INJECTION UNDER SKIN MAY CAUSE SERIOUS DAMAGE.

Precautionary Measures:

Avoid prolonged or repeated contact with eyes, skin and clothing. Avoid
breathing of vapors, fumes, or mist. Use only with adequate ventilation.
Wash thoroughly after handling.

FIRST AID

Inhalation: If the victim has difficulty breathing or tightness of the chest,
is dizzy, vomiting or'unresponsive, give 1{C% oxygen with rescue breathing or
CPR as required and transport to the nearest medical facility.

Skin Contact: KRemove contaminated clothing and shoes and wipe excess from
skin. Flush skin with water, then wash with soap and water. If irritation
occurs, get medical attention. Do not reuse clothing until cleaned. If
material is injected under the skin, transport to the nearest medical facility

httn-//aranw chellneerruer rnminradnrte/mede nhn?id=655017 4/10/2007
AGC2G000287
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for additional treatment. If redness, swelling, pain and/or bliSters occur,
transport to the nearest medical facility for additional treatment.

Eye Contact: Flush with water. If irritation occurs, get medical attentiocn.
Ingestion: Do not induce vomiting. In ¢=neral, no treatment is nacessary
unless large quantities of product are ingested. However, getu medical
attention. If vomiting occurs spontaneously, keep head below hips (0o prevent
aspiration. Have victim rinse mouth out with water, then drink sips of water
to remove taste from mouth.

FIRE

In case of fire, Material wiil float and can be re-ignitsd osn surface of
water.

SPILL OR LZAK
Dike and contain spill.
FOR LARGE SPILLS: Remove with vacuum truck or pump to stbrags/salvage vesseis.

FOR SMAL°, SPILLS: Soak up residue with an absorbent such as clay, sand or
other suitable material. Place in non-ieaking container and seal tightiy gif
proper disposal. : ;

CONTAINS: Highly refined petroleum oils, ¥lend; Additivzs, Mixzture
NEFPA Rating (Health, Fire, Reactivity): 0, 1, 0

TRANSPORTATION

US Department of Transportation Classification

This material is not subject to DOT regulstions under 49 CFR Parts 171-3i38.
0il: This product is an o0il under 49CFR (DOT} Part 130. IZ shipped by rail or
highway in a tank with a capacity of 3500 galions or more, it is subject to
these requirements. Mixtures or solutions containing 103 or more of this
product may a2lso be subject to this rule. T

CAUTION: Misuse of empty containers can be hazardous. Expty containers can
be hazardous if used to store zoxic, flamnable, or reactive materials. —
Cutting or welding of empty containers might cause fire, explosion or toxic
fumes from residues. Do not pressurize or expose to open Zlames or heat.
Keep container closed and drum bungs in place. "_

Name and Address
SOPUS Products
P.O. Box 4427
Houston, TX 77210-4427

ADMINISTRATIVE INFORMATION

MANUFACTURER ADDRESS: SOPUS Products, P.0O. Box 4427, Houston, TX.
77210-4427

Company Product Stewardship & Regulatory Compliance Contact: Timothy W Childs
Phone Number: (713) 241-1524 -

THE INFORMATION CONTAINED IN THIS DATA SHEET IS BASED ON THE ODATA AVAILABLE TO
US AT THIS TIME, AND IS BELIEVED TO BE ACCURATE BASED UPON THAT : IT IS
PROVIDED INDEPENDENTLY OF ANY SALE OF THE PRODUCT, FOR PURPOSE OF HAZARD
COMMUNICATION. IT IS NOT INTENDED TO CONSTITUTE PRODUCT PERFORMANCE
INFORMATION, AND NO EXPRESS OR IMPLIED WARRANTY OF ANY KIND IS MADE WITH
RESPECT TO THE PRODUCT, UNDERLYING DATA OR THE INFORMATION CONTAINED HEREIN.

http://www.shellusserver.com/products/msds.php?id=65502 4/10/2007
AGC2G000288
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YOU ARE URGED® TO OBTAIN DATA SHEETS FOR ALL PRODUCTS YOu BUY, PROCESS, TOR
DISTRIBUTI, AND ARE ENCOURAGED TO ADVISE THOSE WHO MARY TOME IN CONTAZT WITH
SUCH PRODUCTS OF THE INTORMATION CONTAINSD EEREIN.

TO DETERMINE THE APPLICABILITY OR EFFECT OF ANY LAW OR REGULATION WITH RESPECT
TO THE PRODUCT, YOU SROULD CONSULT WITH YOUR LEGAL ADVISOR OR THE AFFROPRIATE
GOVERNMENT AGENCY. WE WILL NOT 2ROVICE ADVICE ON SUCH MATTERS, OR BE
RESPONSIBLE FOR ANY INJURY FROM THE USE Of THE PRODUCT DISCRIBED EEREIN. THE
UNDERLYING ATA, AND THE INFORMATION PROVIDED EZREIN AS A RESULT OF THRT DATA,
IS THE PROPERTY OF SOPCS PRODUCTS AND IS QT 1O BE THZ SUBJEZCT OF SALE CR
EXCHANGE WITHOUT THE EXPRESS WRITTEN CONSEWT OF SOFUS PRODUCTE.

43309-11719-100R-09/29/2004

httn-/fwww chellicerruar com/mradnecte/mede nhn?2id=65507 4/10/
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MATERIAL SAFETY DARTA SHEET
Review Date: 10/1%/2005
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BT Close

PRODUCT: RETINAX® Grease WR 2

MSDS NUMBER: 856706E -~ 3

PRODUCT CODE(S) : 5059906, 70408, 7050522129, 7040802400, 7C49830141,

7040835203, 7040899000
MANUFACTURER ADDRESS: SOPUS Products, P.0O. Box 4427, Houston, TX.

TELEPHONE NUMBERS

Spill Information: (877) 242-7400
Health Information: (877) 504-9351

MSDS Assistance Number: (877) 276-7285

77210-4427

SECTION 2 PRODUCT/INGREDIENTS

CAS# CONCENTRATION INGREDIENTS

Heavy Duty Grease

Mixture 75 - 84.99 %weight

Mixture 5 - 14.589 %tweight

Mixture 1 - 4.99 tweight Proprietary additives
Mixture 1 - 2.99 fweight 2inc Compounds
SECTION 3 HRZARDS ICENTIFICATION

EMERGENCY OVERVIEW

Appearance & Odor: Dark green semi-salid. Slight Bydrocarbon Odor.

Health Hazards: No known immediate healt” hazards. High-pressure injection

under the skin may cause serious damage.
Physical Razards: No known physical hazards.
NFPA Rating (Health, Fire, Reactivity): 0, 1, 0
Hazard Rating: Least - O Slight - 1
Extreme - 4

Inhalation:

Moderate - 2 High - 3

Inhalation of vapors (generated at high temperatures only) or oil mist may

cause mile irritation of the nose, throat, and respiratory tract.

Eye Irritation:

May be irritating to the eyes causing a burning sensation, redness, 5weiling

and/or blurred vision.

httn://uwranw chelliccarvar ram/inrndncte/mede nhn?id=7N4NK
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Skin Contact:

May be irritating to the skin causing a burning sensation, redness and/or
swelling. Release of the material duriny high-przssure appiications mey
result in injection under the skin causing possible extensive tissue damage
which is difficult to heal. Other adverze effects not expected from brief
skin contact. —_

Ingestion:
Generally considered to have a low crggr of acute oral toxicity,

Other Health Effects:

Materizl may release hydrogen sulfide {25}, a highly toxic and extremely

flammable gas, when heated to 180 Degrees F or higher. 125 can cause ;
irritatzion of the eyes and respiratery trach, hzadache, dizziness, nausea,

vomitting, diarrhea, and pulmonary edema. The odor (“"rciten egg"! threshcls

is 0.02 ppm. Do not depend on sense of smeil for warning; H2S rapidly

deadens the sense of smell.

Signs and Symptoms:
Irritation as noted above. Local necrosis is evidenced by deiayed cnset of

pain and tissue damage a few hours following injection.

Rggravaied Medical Conditions:
Pre-existing eye, skin and respiratory disorders may be aggravazed by exotsure
to this product.

For additional health information, refer to section 11l.

Inhalation:

If the victim has difficulty breathing or tightness of the chest, is dizzy,
vomiting or unresponsive, give 100% oxygen with rescue breathing or CPR as
required and transport to the nearest medical facility.

Skin:

Remove contaminated clothing and shoes and wipe excess from skin. Flush skin
with water, then wash with soap and water. If irritation occurs, get medical
attention. Do not reuse clothing until cleaned. I1f material is injeczed
under the skin, transport to the nearest medical facility for additional
treatment. If redness, swelling, pain and/or blisters occur, transport to the
nearest medical facility for additional treatment.

Eye:

Flush eyes with large amounts of water for at least 15 minutes. If redness,
burning, blurred vision or swelling persist, transport to nearest redical
facility for additional treatment.

Ingestion:

Do not induce vomiting. 1In general, no treatment is necessary unless iarge
quantities of product are ingested. However, get medical attention. kave
victim rinse mouth out with water, then drink sips of water to remove taste
from mouth. If vomiting occurs spontaneously, keep head below hips to prevent

httn-/fwrww chelliiceerver com/inradncte/mede nhn?id=70408 4/10/2007
AGC2G000291
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aspiration.

Note to Physician:
In general, emesis induction is unnecessary in high viscosity, low vclatility

products such as oils and greaszs.

SECTION 5 FIRE FIGHTING MEASLRTS

flash Point (Method}: >400 °F/>204.44 °C [ Cleveland Open Cupj

Extinguishing Media:
Use water fog, 'alcohol foam', dry chemival or carbon dioxide (C02) to
extinguish Zlames. Do not use a direct stream of water.

Fire Fighting Instructions:

Do not enter confined fire space without ful: bunker gear (helmet with face
shield, bunker coats, gloves and rubber beots), including a positive pressure,
NIOSH approved, self-contained breathing apparatus. This material s
non-flammable. N

Protective Measures:
May burn although not readily ignitable.

Spill Management:
Scoop up excess grease. <Clean area with appropriate cleaner.

Place in container for proper disposal.

Reporting:

CERCLA: Product is covered by EPA's Comprehensive Environmental Response,
Compensation and Liability Act (CERCLA) petroleum exclusion. Releases to air,
land, or water are not reportable under CERCLA (Superfund).

CWA: This product is an oil as defined under Section 311 of EPA's Clean Water
Act (CWA). Spills into or leading to surface waters that cause a sheen must be
reported to the National Response Center, 1-800-424-8802.

Precautionary Measures:

Avoid heat, open flames, including pilot lights, and strong oxidizing agents.
Use explcesion-proof ventilation to prevent vapor accumulation. Ground &ll
handling eguipment to prevent sparking. Avoid contact with eyes, skin and
clothing. Wash thoroughly after handling.

httn/furinu challnecarvar anm mradnntelomede mhn?iA=7TNANQ ANNIONT
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Material may release hydrogen sulfide (H2S), a highly toxic and extremely
flammabie gas, when heated to 180 Degrees F or higher. H2S may coilent in zhe

headspace -0f the container.

Handling: .
Wash with soap and water befcre eating, drinking, smoking, applying cesmetics,
or using Loilet. Launder contaminated clothing before reuse. Properly
dispose of contaminated leather articles such as shces cr belts that cennot be
decontaminated. Contaminated leather articles inzliding shoes cannot be
decontaminated and shouid be destroyed to prevent reuse. —

Storage:
Do not store in open or unlabeled containers. Stors in a cocl, dry place with
adequate ventilation. Keep away from open flames and high temper=ztures.

Container Warnings:

Keep containers closed when not in use. Containers, even those that have bean
emptied, can contain explosive vapors. Do not cut, drili, grind, weld or -
perform similar operations on or near coatainers.

Li-Hydroxystearate ACGIH TLV TWA: 10 mg/m3
0il mist, mineral ARCGIH TLV TWA: 5 mg/m3 STEL: 10 mg/m3
Oil mist, mineral QSHA PEL TWA: S mg/m3

Hydrogen sulfide  ACGIH - TLV TWA: 10 ppmm STEL: 15 ppmm
Hydrogen su_fide OSHA - PEL_IS TWA: 10 ppmm STEL: 15 ppmm
Hydrogen sulfide Elevated Temperatures > 180 F.

EXPOSURE CONTROLS
Provide adequate ventilation to control airborne concentrations below the

exposuré guidelines/limits.

PERSCONAL PROTECTION

Personal protective equipment {(PPE) selections vary based on potentiail

exposure conditions such as handling practices, concentration and ventilation.
Information on the selection of eye, skin and respiratory protection for use

with this material is provided below.

Eye Protection:
Chemical Goggles, cor Safety glasses with side shields

Skin Protection:

Use protective clothing which is chemically resistant to this material.
Selection of protective clothing depends on potential expcsure conditions and
may include gloves, boots, suits and other items. The selection(s) should
take intc account such facters as job task, type of exposure and durabiliity
requirements.

Published literature, test data and/or glove and clothing manufacturers

httn:Hfaranas chelineesruer ram/nrndurte/mede nhn?2id=7N408% A
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indicaze the best protection is provided by:

Neoprene, or Nitrile Rubber

Respiratory Protection:

If engineering controls do not maintain airborne concentrations to a level
which is adequate to protect worker hzaith, an approved respirator must be
worn. Respirator selection, use and maint#nance shouid be in accordance with
the reguirements of the OSHE Respiratory 2rotection Standaxd, 29 CFR :13iC.3134.

Types of respirator(s) to be considered in the selecticon process include:
For vapors: Air Purifying, R or P style pretilter & organic nartridge,
NIOSH approved respirator. Seif-contained breathing apperztus for use in
environments with unknown concentrations or emergency situations.

Appearance § QOdor: Dark green s=mi-solid. Slight Hydrucarbon Odor.

Substance Chemical Family: Lunricants
Appearance: Dark green semi-sclid.
Brop Point: 329 °F - 339 °F

Flash Point: > 400 °F [Cleveland Open Cup]
Odor: Slight Hydrocarbon Odor.

Physical State: Liquid

Sclubility {in Water): Neglizible

Specific Gravity: 0.956 - 0.981

Stability:
Material is stable under normal conditions.

Conditions to Avoid:
Avoid heat and open flames.

Materials to Avoid:
Avoid contact with strong oxidizing agenzs.

Hazardous Decomposition Products:

Thermal decomposition products are highly dependent on combustion conditions.
A complex mixture of airborne solids, liquids and gases will evolve when this
material undergoes pyrolysis or combustion. Carbon Monoxide, Carbon Dioxide,
Hydrogen Sulfideand other unidentified organic compounds may be formed upon
combustion. :

htto://www.shellusserver.com/nroducts/msds.nhn?id=70408 4/10/2007
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Acute Toxicity
Dermal L250 >2 g/kg(Rabbit) OSHA: Nen-Toxic Zased on gompenantsis.
Oral L350 >5 g/kg(Rat) OSHA: Non-Tecxir Based on cupponsnis(s)
Carcinogernicity Classification
Heavy Duiy Grease
NTP: N6 TARC: Not Reviewed ACGIH: H=o OSHA: No

Envircnmental Impact Summary:

There is no ecological data available for this product. However, this preduc
is an oil. It is persistent and does not readily biodegrade. However, it
does not bicaccumulate.

RCRA Information:

Under RCRA, it is the responsikility of the user of the material to determine,
at the time of the disposal, whether the material meets RCRA criteria for
hazardous waste. This is because material uses, transformations, mixtures,
processes, etc. may affect the classification. Refer tc the latest EPA, state
and local regulations regarding proper disposal.

US Department of Transportation Classifizsation
This material is not subject tc DOT regulazions under 49 CFR Parts 171-180.

0il: This product is an oil under 49CFR (DOT) Part 130. If shipped by rail or
highway in a tank with a capacity of 3500 gallons or more, it is subject to
these requirements. Mixtures or solutions containing 10% or more of this
product may alsoc be subject to this rule.

International Rir Transport Association
Not regulated under IATA rules.

International Maritime Organization Classiification

htn-/foranw chelineserver cominraducte/msede nhn?id=70408 4/10/2
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Not regulated under International Maritime Crganlzation rules.

FEDERAL REGULATORY STATUS

OSHA Classification:
Product is hazardous according to the OSHA Hazard Communication Standard, 29

CFR 1910.1200.

Ozone Depleting Substances (40 CFR B2 Cleai: Air Act):
This material does not contain nor was it directly manufactured with any Ciass

I or Class II o:zone depleting substances.

Superfund Amendment & Reauthorization Act (SARA) Title III:
There are no components in this product on the SARA 302 list.

SARA Hazard Categories (31i/31Z):
Immediate Health:NO Delayed Eezlth:NO Fire:NO Pressure:NO
Reactivity:NO

SARA Toxic Release Inventory (TRI) (313):
Zinc compounds

Toxic Substances Control Act (TSCA) Status:
All component(s; of this material is{are) listed on the EPA/TSCA Inventory of

Chemical Substances.

Other Chemical Inventories:
Component {s) of this material is (are) listed on the Australian AICS,
Canadian DSL, European £INECS,

State Regulation
The following chemicals are specifically listed by individual states; other
product specific health and safety data in other sections of the MSDS may also
be applicable for state requirements. For details on your regulatory

- requirements you should contact the appropriate agency in your state.

New Jersey Right-To-Know Chemical List:

Zinc compounds 1 - 2.99 fweight

Pennsylvania Right-To-Know Chemical List:

2inc compounds 1 - 2.98 gweight Environmental Hazard
SECTION 16 OTHER INFORMATION

Revisionfi: 3
Review Date: 10/19/2005
Revision Date: 06/02/2004

o
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Revisions since last change (d-scussion): This Material Safety Data Sheet
(MSDS) has been reviewed to fully comply with the quidance contained in the
ANSI MSDS standard (ANSI 2400.1-~1998). We .encourage you to take the
opportunizy to read the MSDS and review the information contained therein.

SECTION 17 LABEL IKFORMATION

READ AXD #NDERSTAND MATERIAL SAFETY DATA SEZET 3EFCRE HANDLING OR DISPOSING OF
PRODUCT. THIS LABEL COMPLIES WITH THE REQUIREMENTS OF THE OSHA HAZARD
COMMUNICATION STANDARD {29 CFR 1910.120C) ®CK USE IN THE WORKPLACE. THKI3 LASEL
IS NOT INTENDED TO BE USED WITH PACKAGING INTENCID FOR SALE TO CONSUMERS AHD
MAY WOT CONFORM WITH THE REQUTREMENTS OF THE CONSUMER PRCDUCT SAFETY ACT OR
OTHER RELATED REGULATORY REQUIEEMENTS.

PRODUCT CODE{S): 5059906, 70408, 7040802120, 7040802440, 7140830141,
7040835203, 7040899000

RETINAY® Grease WR 2

CAUTION!

MAY CAUSE SKIN AND EYE IRRITATION. PROLONGED OR REPEATED SKIN CONTACT MAY
CAUSE OIL ACNE OR DERMATITiS. HIGH~PRESSURE INJECTION UNDER SKIN MARY CAUSE
SERIOUS DAMAGE.

Precautionary Measures:

Avoid prolonged or repeated contact with eyes, skin and clothing. Avoid
breathing of vapors, fumes, or mist. Use only with adequate ventiistion.
Wash thoroughly after handling.

FIRST AID

Inbalation: If the victim has difficulty breathing or tightness of the chest,
is dizzy, vomiting or unresponsive, give 100% oxygen with rescue breathing cr
CPR as required and transport to the nearest medical facility.

Skin Contact: Remove contaminated clothing and shoes and wipe excess frcom
skin. Flush skin with water, then wash with soap and water. If irrication
occurs, get medical attention. Do not reuse clothing until cleaned. If
material is injected under the skin, transport to the nearest medical facility
for additional treatment. If redness, sweiling, pain and/or blisrzers occur,
transport to the nearest medical facility for additional treatment.

Eye Contact: Flush eyes with large amounts of water for at least 15 minutes.
If redness, burning, blurred vision or swelling persist, transport to nearest
medical facility for additional treatment.

Ingestion: Do not induce vomiting. In general, no treatment 1is necessary
unless large quantities of product are ingested. However, get medical
attention. If vomiting occurs spontaneously, keep head below hips to prevent
aspiration. Have victim rinse mouth out with water, then drink sips of water
to remove taste from mouth.

FIRE
In case of fire, Use water fog, 'alcohol foam', dry chemical or carbon

dioxide (CO2) to extinguish flames. Do not use a direct stream of water.
SPILL OR LERK

http://www shellusserver.com/products/msds.php?id=70408 4/10/2007
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Scoop up erxcess grease. Clean area with appropriate cleaner.

CONTAINS: Highly refined petroieum oils, Mixture; Lizhium ¢rease thickener,
Mixture; Proprietary additives, Mixture; Zinc Compounds, Mixture

NEPA Rating (Health, Fire, Reactivity): o, 1, O
TRANSPORTATION

US Department of Transportation Classificazion )
This material is not subjecti to DOT regulzvions under 49 CFR Parts 171-18B0.

Oil: This product is an oil under 492FR_§QOT] tart 130. if shippecd by rail or
highway in a tank with—e—capaciry of 334D gallons or mors, it is subject. to
these requirements. Mixtures or solutlcas containing 10% or more of this

product may also be subject to this rule.

CRUTION: Misuse of empty containers can be hazardous. Empty containers can
be hazardous if used to store toxic, flammable, or reactive materials.
Cutting or welding of empty containers might cause fire, explecsion or toxic
fumes from residues. Do not pressurize or expose to open flames or heat.
Keep container closed and drum bungs in place.

Name and Address
SOPUS Products
P.O. Box 4427
Houston, TX 77210-4427

ADMINISTRATIVE INTORMATION
MANUFACTURER ADDRESS: SOPUS Products, P.O. Box 4427, Houston, TX. 77210-4427

THE INFORMATION CONTAINED I¥ THIS DATA SHZET IS BASED ON TEE DATA AVAILRZLE TO
US AT THIS TIME, AND IS BELIEVED TO BE ACCURATE BASED UPON THAT : IT IS
PROVIDEZ INDEPENDENTLY OF ANY SALE OF THE PRODUCT, FOR PURPOSE OF HAZARD
COMMUNICATION. IT IS NOT INTENDED TO CONSTZITUTE PRODUCT PERFORMANCE
INFORMATION, AND NO EXPRESS OR IMPLIED WARRANTY OF ANY KIND IS MADE WITH
RESPECT TO THE PRODUCT, UNDERLYING DATA OR THE INFORMATION CONTAINED HEREIN.
YOU ARE URGED TO OBTAIN DATA SHEETS FOR ALL PRODUCTS YOU BUY, PROCESS, USE OR
DISTRIBUTE, AND ARE ENCOURAGED TO ADVISE THOSE WHO MAY COME IN CONTACT WITH
SUCH PRODUCTS OF THE INFORMATION CONTAINZD HEREIN.

TO DETERMINE THE APPLICABILITY OR EFFECT OF ANY LAW OR REGULATION WITH RESPECT
TO THE PRODUCT, YOU SHOULD CONSULT WITH YOUR LEGAL ADVISOR OR THE AFPROFRIATE
GOVERNMENT AGENCY. WE WILL NOT PROVIDE ADVICE ON SUCE MATTERS, COR BE
RESPONSIBLE FOR ANY INJURY FROM THE USE OF THE PRODUCT DESCRIZED HEREIN. THZ
UNDERLYING DATA, AND THE INFORMATION PROVIDED HEREIN AS A RESULT OF THAT DATA,
IS THE PROPERTY OF SOPUS PRODUCTS AND IS NOT TO B THE SUBJECT OF SALE OR
EXCHANGE WITHOUT THE EXPRESS WRITTEN CONSENT OF SOPUS PRODUCTS.

43641-11965-100R-12/01/2005

http://www.shellusserver.com/products/msds.php?id=70408 4/10/2007
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MATERIAL SAFETY DATA
Review Date:

Page 1 of 9

SHEET

05/23/2003

SECTION 1 PRODUCT AND COMPANY ICERNTIFICATION

PRODUCT: DIALA® 0il AX

MSDS NUMBER: 60030E - 14

PRODUCT CODE(S): - 696390, 68702, 69702

MANUFACTURER ADDRESS: SOPUS Products, P.O. Box 4427, Houston, TX. 77210-4427
TELEPHONE NUMBERS

Spill Information: (877) 242-7400

Health Information: (877) 504-9351

MSDS Assistance Number: (877) 276-7285

SECTION 2 PRODUCT/INGREDIENTS

CAS# CONCENTRATION INGREDIEXNTS

Dielectric 0il

Mixture 100 $volume Highly refined petroleum ¢
SECTION 3 HAZARDS IDENTIFICATION

EMERGENCY OVERVIEW

Health Hazards: May be harmful or fatal if swallowed. Do not induce vomit:.ng.

May cause aspiration pneumonitis.

Physical Hazards: No known physical hazards.

NFPA Rating {Health, Fire, Reactivity): 0, 1, 0

Hazard Rating: Least - O Slight - 1 Moderate - 2 High - 3

Extreme - 4

Inhalation:
Inhalation of vapors

cause mild irritation of the nose,

Eye Irritation:
Lubricating oils are
the eyes.

Skin Contact:

Lubricating oils are
the skin. Prolonged
of the skin that may

http://www.shellusserver.com/products/msds.php?id=68702

(generated at high temperatures only) or oil mist may
throat, and respiratory tract.

generally considered no more than minimally irritating to

generally considered no more than minimally irritating to
and repeated contact may result in defatting and drying
cause various skin disorders such as dermatitis,

4/10/2007
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folliculitis or oil acne.

Ingestion:
This material may be harmIul or fatal if swallowed. Ingestion may result in
vomiting; aspiration {breathing) of vomitis into lungs must be avoided as even

small qguantities may result in aspiration pneumonitis.

Signs and Symptoms:
Irritation as noted above. Aspiration pneumcnitis may be evidenced by

coughing, labored breathing and cyanosis (bluish skin); in severe cases death
may occur.

Aggravated Medical Conditions:
Pre-existing eve, skin and respiratory cisorders mcy be aggravated by exposure

to this product.

For additional health irformation, refer to section 11.

Inhalation:
Remove victim to fresh air and provide oxygen if breathing is difficult. Get

medical attention.

Skin:
Remove contaminated clothing and shoes and wipe excess from skin. Flush skin
with water, then wash with soap and water. If irritation occurs, cet medical

attention. Do not reuse clothing until cleaned.

Eve:
Flush with water. If irritation occurs, get medical attention.

Ingestion:
Do NOT induce vomiting. If vomiting occurs spontaneously, keep head below
hips to prevent aspiration of liquid into lungs. Get mecical attention.

Flash Point (Method]: >300 °F/>148.89 °C [ Cleveland Open Cup]

Extinguishing Media:

This material is non-flammable. Material will float and can be re-ignited on
surface of water. Use water fog, 'alcchol foam', dry chemical or carbon
dioxide (C0O2) to extinguish flames. Do not use a direct stream of water.

Fire Fighting Instructions:

Do not enter confined fire space without full bunker gear (helmet with face
shield, bunker coats, gloves and rubber boots), including a positive pressure,
NIOSH approved, self-contained breathing apparatus. This material is
non-flammable.

http://www.shellusserver.com/products/msds.php?id=68702 4/10/2007
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Unusual Fire Hazards:
Material may ignite when preheated.

Protective Measures:
May burn although not readily ignitable.

Wear appropriate personal proiective equipment when clearing up spiils. Ekefer
to Section B.

Spill Management:
FOR LARGE SPILLS: Remove with vacuum truck or pump to siorage/sslvage vessels.

POR SMALL SPILLS: Soak up residue with an sbscrbent such as clay, sand or
other suitable material. Place in non-leaking containcy and ssal tightly for
proper disposal.

Reporting:

CERCLA: Product is covered by EPA's Comprehensive Environmen:tal Rgsponse,
Compensation and Liability Act (CERCLA) petroleum exclusion. Releases to air,
land, or water are not reportable under CERCIA {Superfund).

CWA: This product is an o0il as defined under Section 311 of EPA's Ciean Water
Act (CWA). Spills into or leading to surface weters that cause a sheen must be
reported to the National Response Center, 1-800~424-88C2.

Precautionary Measures:

Wash with soap and water before eating, drinking, smoking, applying cosmetics,
or using toilet. Launder contaminated clothing belore reuse. Properly
dispose of contaminated leather articles such as shoes or belts that cannot be
decontaminated. Avoid heat, open flames, ircluding pilot lights, and strong
oxidizing agents. Use explosion-proof ventilation to prevent vapor
accumulation. Ground all handling eguipmen: to prevent sparking.

Storage:
Do not store in open or unlabeled containers. Store in a ccol, dry place with
adeguate ventilation. Keep away from open flames and high temperatures.

Container Warnings:

Keep containers closed when not in use. Containers, even those that have keen
emptied, can contain explosive vapors. Do not cut, drill, grind, weld or
perform similar operations on or near contalners.

SECTION 8 EXPOSURE CONTROLS/PERSONAL PROTECTION

ANnamnna
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0il mist, mineral ACGIH TLV TWA: 5 mg/m3 STEL: 10 mg/m2
Cil mist, mineral OSHA PEL TWA: 5 mg/m3 -

EXPOSURE CONTROLS
Provide adequate ventilation to control airborne concentrations below the
exposure guidelines/limits. -

PERSONAT, PRCTECTION

Personal protective equipment (PPE} selections vary based on potenzial

exposure conditions such as handling practices, concentration and ventilation.
Information on the selection of eye, skin and respiratory protection for use

with this material is provided below.

Eye Protection:
Chemical Goggles, or Safety glasses with side shields

Skin Protection:

Use proteczive clothing which is chemically resistant to this maverial.
Selection of protective clothing depends on potential exposure ccnditions and
may include gloves, boots, suits and other items. The selection{s) should
take into account such factors as job task, tvpe of exposure and durability
requirements. -

Published literature, test data and/or glove and clothing manufacturers
indicate the best protection is provided by:

Neoprene, or Nitrile Rubber

Respiratory Protection:

Tf engineering controls do not maintain airborne concentrations to a level
wnich is adequate to protect worker health, an approved respirator mast be
worn. Respirator selection, use and maintenance should be in accordance with
the requirements of the OSHA Respiratory Protection Standard, 29 CFR 1910.134.

Types of respiratori(s) to be considered in the selec:tion process inciude:
For Mist: Air Purifying, R or P style NIOSH approved respirator.

For Vapors: Air Purifying, R or P style prefilter & organic cartridge,
NIOSH approved respirator. Self-contained breathing apparatus for use i:
environments with unknown concentrations or emergency situations.

Substance Chemical Family: Petroleum Hydrocarbon
Boiling Point: > 400 °F

Dielectric Strength: 20 KV - 40 Kv
Flash Point: > 300 °F [Cleveland Open Cup]

Pour Point: < -40 °F

AN NnmMmnn~
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Specific Gravity: 0.88 - 0.89

Viscosity: < 20 cSt @ 40 °C

Stability:
Material is stable under normal conditions.

Conditions to Avoid:
Avoid heat and open flames.

Materials to Avoid:
Avoid contact with strong oxidizing agents.

Hazardous Decomposition Products:

Thermal decomposition products are highly dependent on combustion conditions.
A complex mixture of airborne solids, liguids and gases will evolve when this
material undergoes pyrolysis or combustion. Carbon Monoxide, Carbun Dicoxideand
other unidentified organic compounds may be formed upon combustion.

SECTION 11 TOXICOLOGICAL INFORMATION

Acute Toxicity
Dermal LD530 >2 g/kg(Rabbit) OSHA: Non-Toxic Based on components(s)
Oral LDS0 >5 g/kg(Rat) OSHA: Non-Toxic Based on components(s)
Carcinogenicity Classification
Dielectric 0Oil
NTP: No IARC: Not Reviewed by IARC ACGIH: No OSHA: No

Environmental Impact Summary:

There is no ecological data available for this product. However, this product
is an oil. 7Tt is persistent and does not readily biodegrade. However, it
does not bioaccumulate.

RCRA Information:

http://www.shellusserver.com/products/msds.php?id=68702 4/10/2007
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Jnder RCRA, it is the respensibility of the user of the material to determine,
at the time of the disposal, whether the material meets RCRAR criteria {orz
hazardous waste. This is because material uses, transformations- mixtures,
processes, etc. may affect the classification. Refer zo the latest EPA, state
and local regulations regarding proper disposal.

US Department of Transportation Classification
This materizl is not subject to DOT reguletiscns under 49 CFR Parts 171-1EQ.

0il: This precduct is an cil under 439CFR {D0T) Part 1330. If shipped by rail or
highway in a tank with a capzcity of 3500 gallons or mcre, it is subject te¢
these requirements. Mixtyres or solutions containing 3% or more of this
product may also be subject to this rule. - -

International Air Transport Association
Not regulated under IATA rules.

International Maritime Orgenizaticon Classification
Not regulated under International Maritime Organization rules.

FEDERAL REGULATORY STATUS

QOSHA Classification:

Product is hazardous according to the OSHA Hazard Communicak:®on Standard, 29
CFR 1910.1200, because it carries the occupational exposure limit for mineral
oll mist.

Ozone Depleting Substances (40 CFR 82 Clean Air Act):
This material does not contain nor was it directly manufactured with any Class
I or Class II ozone depleting substances.

Superfund Amendment & Reauthorization Act (SARA) Title III: .
There are no components in this product on the SRRA 302 list.

SARA Hazard Categories (311/312):
Immediate Health:NO Delayed Health:NO Fire:NO Pressure:NO
Reactivity:NO

SARA Toxic Release Inventory {(TRI} (313}:
There are no components in this product on the SAR2 313 list.

Toxic Substances Control Act (TSCA} Status:
All component (s} of this material is{are) listed on the EPA/TSCA Inventory of
Chemical Substances.

http://www shellusserver.com/products/msds.php?id=68702 4/10/2007
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Other Chemical Inventories:

Component {s) of this material is (are}) listed on the Australian RICS,
Canadian DSL, Chinese Inventory, European EINECS, FKorear Inventory,
Philippines PICCS,

tate Regulation
This material is not regulated by Califcrnia Prop 65, New Jersey Right-to-Know

Chemical List or Pennsylvania Right-To-Krow Chemicsi List. Fowever for
details on your regulation requirements you should centact the appropriats
agency in your state. ,
SECTION 16 OTHER INFORMATION

Revision#: 14

Review Date: 05/23/2003

Revisicn Date: 05/23/2003

Revisions since last change (discussion): This Material Safety Data Sheet
(MSDS) has been newly reviewed to fully comply with the guidance contained in
the ANSI MSDS standard (ANSI 2400.1-199%). We encourags you to take the
opportunity to read the MSDS and review—the information contained_therein.

READ AND UGHDERSTAND MATERIAL SAFETY DATA SHEET BEFORE HAMNDLING OR DISPOSING OF
PRODUCT. THIS LABEL COMPLIES WITH THE REQUIREMENTS OF THE OSHR HAZARD
COMMUNICATION STANDARD (29 CFR 1910.1200) FOR #SE IN THE WORKPLACE. THIS LABEL
IS NOT INTENDED TO BE USED WITH PACKAGING INTENDED FOR SALE TO CONSUMERS AND
MAY NOT CONFORM WITH THE REQUIREMENTS OF THE CONSUMER PRODUCT SAFETY ACT OR
OTHER RELRTED REGULATORY REQUIREMERTS.

PRODUCT CODE (S): 686390, 68702, 69702
DIALA® 0il BX
CAUTION!

ASPIRATION HAZARD IF SWALLOWED - CAN ENTER LUNGS AND CAUSE DAMAGE. PROLONGED
OR REPEATED SKIN CONTACT MAY CAUSE OIL ACNE OR DERMATITIS.

Precautionary Measures:
kvoid prolonged or repeated contact with eyes, skin and clothing. Do not take
internally. Wash thoroughly after handling.

FIRST AID

Inhalation: Remove victim to fresh air and provide oxygen if breathing is
difficult. Get medical attention.

Skin Contact: Remove contaminated clothing and shoes and wipe excess from
skin. Flush skin with water, then wash with soap and water. If irritation
occurs, get medical attention. Do not reuse clothing until cleaned.

Eye Contact: Flush with water. If irritation occurs, get medical attention.

http://www.shellusserver. com/products/msds.ohp?id=68702 4/10/2007
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Ingestion: Do NOT induce vomiting. If vomiting qc:u:s spontaneousiy, k=ep
head below hips to prevent aspiration of iiquid inzs lunys. Get medica:
attention.

FIRE

In case of fire, Use water fog, ‘'alcohcl foam', dry =hemical or carbon

dioxide (C02) to extinguish flames. Do ngt use a direct stréam of water.

Material will float and can be re-ignized on surface cf water.

SPILL OR LEAK |
Dike and contain spill.

FOR LARGE SPILLS: Remove with vacuum wruck or puwp to storzgs/salvage vessels,

FOR SMALL SPILLS: Soak up residue with an absorbent such as clay, sand or
other_suitable material. Place in non-lezkira container and seal tighuly far
proper disposal. :

CONTRINS: Highly refined petroleum oils, Mixture

NFPA Rating (Health, Fire, Reactivity): 0, 1, &

TRANSPORTATION

US Department of Transportation Classification
This material is not subject o DOT reguiziions under 49 CFR Parts 171-1€0.

0il: This product is an oil under 49CFR (DOT) Part 130. If shipped by r&fl oz
highway in a tank with a capacity of 3500 gallons or more, it is subject tc
these reqiirements. Mixtures or solutions containing 10% or more of this
product may also be subject to this rule.

CAUTION: Misuse of empty containers car Ze hazardous. Empty containers can
be hazardous if used to store toxic, flammeéble, or reactive materials.
Cutting or welding of empty containers might cause fire, explosion or toxic
fumes from residues. Do not pressurize or expose to open flames or heat.
Keep container closed and drum bungs in place.

Name and Address
SQPUS Products
P.0. Box 4427
Houston, TX 77210-4427

ADMINISTRATIVE INFORMATION
MANUFACTURER ADDREZSS: SOPUS Products, P.O. Box 4427, _Houston, TX. 77210-4427

THE INFORMATION CONTAINED IN THIS DATA SHEET IS BASED ON THE DATA AVAILABLE TO
US AT THIS TIME, AND IS BELIEVED TO BE ACCURATE BASED UPON THAT : IT IS
PROVIDED INDEPENDENTLY OF ANY SALE OF THE PRODUCT, FOR PURPOSE OF HAZARD
COMMUNICATION. IT IS NOT INTENDED TO CONSTITUTE PRODUCT PERFORMANCE
INFORMATION, AND NO EXPRESS OR IMPLIED WARRANTY OF ANY KIND IS MADZ WITH
RESPECT TO THE PRODUCT, UNDERLYING DATA OR THE INFORMATION CONTAINED HEREIN.
YOU ARE URGED TO OBTAIN DATA SHEETS FOR ALL PRODUCTS YOU BUY, PROCESS, USE OR
DISTRIBUTE, AND ARE ENCOURAGED TO ADVISE THOSE WHO MAY COME IN CONTACT WITH
SUCH PRODUCTS OF THE INFORMATION CONTAINED HEREIN.

http://www.shellusserver.com/products/msds.php?id=68702 4/10/2007
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TO DETERMINE THE APPLICAB.LITY OR EFFECT OF ANY LAW OR REGULATION WITH RZSPECT
TO THE PRCDUCT, YOU SHOUL: COwI3ULT WITH YGUR LEGAL ADVISCR OR THEL APPROFRIATE
GOVERNMENT AGENCY. WE WILL NOT PROVIDE ADViCE ON SUCH HMATTERS, OR BE
RESPONSIBLE FOR ARY INJURY FROM THE USE OF TKHE PRODUCT DESCRI3ED HEREIR. THE
UNDERLYING DATR, AND THE INFORMATION PROVIDED HEREIN AS A RESULT OF THART DATA,
IS THE PROPERTY OF SOPUS 2RODUCTS AND IS NOT TO Bz THE SUBJECT OF SARLE OR
EXCHANGE WITHOUT THE EXPRESS WRITTEN CONSENT OF SOSUS PRODUCTS.

44136-10558-100R-04/21/2025
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